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Test Description: 

Measure luminaire Wattage and VA parameters with power analyser without and with dimming to 50% 
on the following input Voltages: 210V,220V,230V,240V,250V measured in the assembled fixture. 

Conditions: 

Measurements done at stabilized condition which means that the W changes below 0,5% within 3 
measurements 15min intervall between initial measurements and 3min for following. 

Ambient Temperature: 25°C+-3°C 
Sample size: 6pcs/SKU 

Number of datapoints=7(SKU) x 6(sample size) x 
5(Voltage level) x 2(dimm-no dimm) = 420 

Measured SKUs: ODYSSEY LED 

 

SKU Description 

*1 
 

Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 
  OKAPI LED/CG/1/44/40/C1/NA60 
 

*2 
 

Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 
 *3 

 
Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 
 
 

*4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 
 *5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 
 *6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 
 *7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 
   

*: SKU codes will be generated later. 

Test equipments: 
Manufacturer     Type                    Description                               Serial No. 
Yokogawa            WT1030           Digital Power Meter                 2W001FN 
California Inst.    1251RP            AC Power Supply                        2J002FN 

 
Next calibration date 
05/10/2012 – 10/2013 
05/10/2012 – 10/2013 
 

 

Test Summary: 

 Average measured Wattages by Voltage with no dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

1 55W 55,73 55,67 55,62 55,57 55,53 

Average measured Wattages by Voltage with 50% dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

1 55W 28,92 28,94 28,98 29,01 29,04 
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Average measured VA by Voltage with no dimming 
SKU Avg.VARated 

W\Voltage 
210V 220V 230V 240V 250V 

1 55W 56,41 56,47 56,58 56,70 56,89 

Average measured VA by Voltage with 50% dimming 
SKU Avg.VARated 

W\Voltage 
210V 220V 230V 240V 250V 

1 55W 29,85 30,03 30,23 30,45 30,68 

       

 
Average measured Wattages by Voltage with no dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

2 44W 43,21 43,19 43,17 43,16 43,15 

Average measured Wattages by Voltage with 50% dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

2 44W 22,95 22,99 23,04 23,09 23,14 

Average measured VA by Voltage with no dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

2 44W 43,99 44,10 44,24 44,41 44,61 

Average measured VA by Voltage with 50% dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

2 44W 23,98 24,18 24,39 24,64 24,89 

 
Average measured Wattages by Voltage with no dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

3 30W 29,68 29,70 29,72 29,75 29,78 

Average measured Wattages by Voltage with 50% dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

3 30W 16,67 16,73 16,80 16,87 16,94 

Average measured VA by Voltage with no dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

3 30W 30,60 30,77 30,97 31,18 31,41 
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Average measured VA by Voltage with 50% dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

3 30W 17,82 18,06 18,30 18,55 18,81 

 
Average measured Wattages by Voltage with no dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

4 20W 20,03 20,07 20,12 20,17 20,23 

Average measured Wattages by Voltage with 50% dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

4 20W 11,65 11,73 11,82 11,90 11,99 

Average measured VA by Voltage with no dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

4 20W 21,11 21,30 21,53 21,78 22,04 

Average measured VA by Voltage with 50% dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

4 20W 12,95 13,19 13,45 13,72 14,00 

 

Average measured Wattages by Voltage with no dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

5 57W 57,54 57,59 57,66 57,72 57,79 

Average measured Wattages by Voltage with 50% dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

5 57W 32,95 33,06 33,18 33,32 33,46 

Average measured VA by Voltage with no dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

5 57W 58,80 58,99 59,21 59,44 59,68 

Average measured VA by Voltage with 50% dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

5 57W 34,52 34,79 35,08 35,39 35,73 
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Average measured Wattages by Voltage with no dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

6 44W 44,01 44,09 44,19 44,29 44,39 

Average measured Wattages by Voltage with 50% dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

6 44W 25,69 25,82 25,97 26,12 26,08 

Average measured VA by Voltage with no dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

6 44W 45,41 45,64 45,90 46,15 46,43 

Average measured VA by Voltage with 50% dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

6 44W 27,43 27,73 28,08 28,46 29,71 

 

Average measured Wattages by Voltage with no dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

7 32W 31,50 31,61 31,74 31,88 32,02 

Average measured Wattages by Voltage with 50% dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

7 32W 18,76 18,75 18,78 18,78 18,81 

Average measured VA by Voltage with no dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

7 32W 33,08 33,36 33,66 33,97 34,31 

Average measured VA by Voltage with 50% dimming 
SKU Avg.WRated 

W\Voltage 
210V 220V 230V 240V 250V 

7 32W 21,56 22,96 24,18 25,33 26,54 
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Raw test data: 

*: SKU codes will be generated later. 

Sample 
No. 

SKU* Description Rated W Dimming 
Voltage 

Level 
mA W VA 

1 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 210 267,71 55,63 56,23 

1 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 220 255,85 55,56 56,28 

1 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 230 245,05 55,49 56,36 

1 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 240 235,23 55,44 56,48 

1 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 250 226,44 55,39 56,63 

1 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 210 139,95 28,56 29,41 

1 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 220 134,54 28,59 29,59 

1 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 230 129,49 28,62 29,78 

1 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 240 125,03 28,65 30 

1 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 250 120,93 28,68 30,22 

1 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 210 207,97 43 43,69 

1 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 220 199,04 42,96 43,78 

1 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 230 190,78 42,9 43,87 

1 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 240 183,46 42,88 44,03 

1 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 250 176,9 42,87 44,22 

1 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 210 112,73 22,73 23,68 

1 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 220 108,55 22,77 23,88 

1 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 230 104,67 22,8 24,08 

1 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 240 101,33 22,84 24,32 

1 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 250 98,24 22,88 24,55 

1 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 210 145,2 29,65 30,49 

1 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 220 139,26 29,66 30,64 

1 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 230 134 29,66 30,82 

1 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 240 129,22 29,68 31,02 

1 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 250 124,96 29,7 31,25 

1 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 210 84,16 16,59 17,68 

1 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 220 81,3 16,63 17,89 

1 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 230 78,8 16,69 18,13 

1 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 240 76,56 16,74 18,37 

1 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 250 74,53 16,79 18,63 

1 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 210 99,75 19,93 20,95 

1 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 220 96,04 19,97 21,13 

1 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 230 92,81 20 21,35 

1 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 240 89,9 20,03 21,57 

1 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 250 87,35 20,08 21,84 

1 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 210 60,07 11,35 12,61 

1 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 220 58,37 11,41 12,84 

1 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 230 56,97 11,47 13,1 

1 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 240 55,72 11,54 13,37 

1 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 250 54,59 11,61 13,65 

2 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 210 267,96 55,59 56,29 

2 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 220 256,16 55,51 56,34 

2 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 230 245,5 55,48 56,47 

2 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 240 235,84 55,43 56,6 

2 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 250 227,13 55,39 56,78 

2 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 210 142,1 28,9 29,85 

2 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 220 136,5 28,92 30,03 

2 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 230 131,47 28,96 30,24 
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Sample 
No. 

SKU* Description Rated W Dimming 
Voltage 

Level 
mA W VA 

2 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 240 126,93 28,99 30,46 

2 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 250 122,74 29,02 30,69 

2 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 210 209,05 43,09 43,89 

2 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 220 200,03 43,06 44 

2 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 230 192,02 43,06 44,16 

2 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 240 184,76 43,06 44,34 

2 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 250 178,16 43,05 44,54 

2 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 210 114,07 22,91 23,95 

2 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 220 109,83 22,96 24,16 

2 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 230 105,98 23 24,37 

2 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 240 102,63 23,05 24,63 

2 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 250 99,47 23,11 24,88 

2 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 210 145,33 29,58 30,52 

2 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 220 139,5 29,59 30,69 

2 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 230 134,28 29,62 30,89 

2 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 240 129,64 29,66 31,11 

2 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 250 125,39 29,68 31,34 

2 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 210 84,65 16,61 17,78 

2 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 220 81,92 16,68 18,02 

2 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 230 79,4 16,74 18,27 

2 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 240 77,15 16,82 18,51 

2 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 250 75,1 16,9 18,78 

2 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 210 100,32 19,97 21,07 

2 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 220 96,68 20,01 21,27 

2 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 230 93,46 20,06 21,5 

2 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 240 90,59 20,11 21,74 

2 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 250 87,98 20,17 22 

2 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 210 61,81 11,67 12,98 

2 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 220 60,09 11,75 13,22 

2 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 230 58,65 11,85 13,49 

2 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 240 57,35 11,94 13,76 

2 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 250 56,18 12,04 14,05 

3 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 210 267,29 55,45 56,14 

3 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 220 255,5 55,39 56,2 

3 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 230 244,82 55,34 56,31 

3 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 240 235,1 55,29 56,42 

3 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 250 226,45 55,25 56,61 

3 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 210 141,9 28,87 29,8 

3 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 220 136,03 28,89 29,97 

3 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 230 131,13 28,92 30,17 

3 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 240 126,55 28,94 30,37 

3 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 250 122,4 28,97 30,6 

3 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 210 209,04 43,12 43,89 

3 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 220 200,07 43,1 44,01 

3 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 230 192,02 43,09 44,16 

3 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 240 184,67 43,07 44,32 

3 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 250 178,1 43,07 44,52 

3 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 210 113,92 22,9 23,92 

3 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 220 109,6 22,93 24,11 

3 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 230 105,75 22,98 24,32 

3 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 240 102,42 23,03 24,58 

3 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 250 99,26 23,08 24,82 

3 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 210 145,11 29,55 30,47 
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Sample 
No. 

SKU* Description Rated W Dimming 
Voltage 

Level 
mA W VA 

3 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 220 139,21 29,56 30,63 

3 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 230 134 29,58 30,82 

3 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 240 129,29 29,6 31,03 

3 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 250 125,02 29,63 31,26 

3 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 210 84,61 16,62 17,77 

3 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 220 81,84 16,68 18 

3 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 230 79,25 16,74 18,23 

3 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 240 76,99 16,81 18,48 

3 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 250 74,97 16,89 18,74 

3 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 210 100,57 20,04 21,12 

3 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 220 96,84 20,08 21,31 

3 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 230 93,6 20,12 21,54 

3 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 240 90,75 20,18 21,79 

3 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 250 88,13 20,24 22,04 

3 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 210 62,64 11,88 13,16 

3 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 220 60,87 11,95 13,4 

3 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 230 59,32 12,03 13,64 

3 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 240 57,98 12,12 13,92 

3 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 250 56,73 12,2 14,18 

4 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 210 269,9 55,97 56,67 

4 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 220 257,9 55,91 56,74 

4 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 230 247,11 55,85 56,84 

4 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 240 237,35 55,8 56,97 

4 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 250 228,75 55,78 57,18 

4 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 210 142,8 29,03 29,98 

4 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 220 137,05 29,05 30,15 

4 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 230 131,98 29,08 30,35 

4 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 240 127,42 29,12 30,58 

4 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 250 123,27 29,15 30,82 

4 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 210 210,5 43,4 44,2 

4 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 220 201,45 43,37 44,31 

4 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 230 193,28 43,36 44,45 

4 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 240 185,97 43,36 44,63 

4 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 250 179,35 43,35 44,84 

4 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 210 115,05 23,11 24,16 

4 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 220 110,75 23,15 24,36 

4 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 230 106,87 23,2 24,58 

4 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 240 103,43 23,26 24,83 

4 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 250 100,3 23,31 25,07 

4 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 210 146,47 29,82 30,76 

4 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 220 140,62 29,84 30,93 

4 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 230 135,35 29,86 31,13 

4 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 240 130,6 29,89 31,35 

4 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 250 126,34 29,92 31,58 

4 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 210 85,51 16,79 17,96 

4 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 220 82,75 16,86 18,21 

4 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 230 80,22 16,93 18,45 

4 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 240 77,93 17,01 18,7 

4 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 250 75,85 17,08 18,96 

4 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 210 101,22 20,16 21,26 

4 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 220 97,56 20,2 21,46 

4 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 230 94,3 20,25 21,68 

4 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 240 91,4 20,31 21,94 
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4 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 250 88,79 20,37 22,2 

4 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 210 62,06 11,72 13,03 

4 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 220 60,29 11,79 13,27 

4 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 230 58,84 11,89 13,53 

4 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 240 57,55 11,98 13,81 

4 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 250 56,31 12,07 14,08 

5 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 210 269,45 55,89 56,59 

5 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 220 257,58 55,83 56,66 

5 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 230 246,83 55,79 56,77 

5 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 240 237,11 55,74 56,9 

5 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 250 228,37 55,7 57,08 

5 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 210 142,24 28,93 29,88 

5 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 220 136,68 28,96 30,06 

5 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 230 131,63 29 30,28 

5 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 240 127,08 29,03 30,5 

5 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 250 122,95 29,07 30,73 

5 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 210 210,15 43,33 44,12 

5 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 220 201,14 43,31 44,24 

5 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 230 193 43,3 44,39 

5 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 240 185,72 43,29 44,57 

5 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 250 179,11 43,29 44,77 

5 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 210 114,5 23 24,04 

5 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 220 110,23 23,05 24,25 

5 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 230 106,4 23,1 24,47 

5 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 240 103 23,16 24,72 

5 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 250 99,91 23,21 24,98 

5 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 210 146,09 29,73 30,67 

5 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 220 140,23 29,76 30,85 

5 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 230 134,99 29,78 31,05 

5 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 240 130,24 29,81 31,26 

5 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 250 125,99 29,84 31,5 

5 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 210 85,13 16,71 17,88 

5 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 220 82,36 16,77 18,11 

5 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 230 79,84 16,84 18,36 

5 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 240 77,52 16,92 18,61 

5 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 250 75,5 16,99 18,88 

5 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 210 100,58 20,01 21,11 

5 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 220 96,91 20,06 21,32 

5 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 230 93,73 20,12 21,55 

5 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 240 90,89 20,17 21,8 

5 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 250 88,27 20,24 22,07 

5 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 210 61,97 11,7 13,01 

5 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 220 60,28 11,79 13,25 

5 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 230 58,75 11,88 13,51 

5 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 240 57,44 11,97 13,79 

5 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 250 56,33 12,08 14,08 

6 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 210 269,26 55,86 56,56 

6 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 220 257,4 55,79 56,62 

6 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 230 246,63 55,74 56,73 

6 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 240 236,93 55,69 56,85 

6 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 100 250 228,5 55,65 57,04 

6 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 210 143,73 29,24 30,18 

6 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 220 137,94 29,25 30,35 
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6 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 230 132,79 29,28 30,55 

6 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 240 128,21 29,31 30,77 

6 1 Odyssey LED/FG/CX/55/57/DA/STD/C1/NC/PT60 55 50 250 123,95 29,33 30,99 

6 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 210 210,12 43,34 44,14 

6 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 220 201,16 43,32 44,25 

6 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 230 193,1 43,32 44,42 

6 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 240 185,76 43,3 44,58 

6 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 100 250 179,15 43,29 44,78 

6 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 210 114,79 23,07 24,11 

6 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 220 110,48 23,1 24,31 

6 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 230 106,64 23,15 24,52 

6 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 240 103,2 23,21 24,78 

6 2 Odyssey LED/FG/CX/44/57/DA/STD/C1/NC/PT60 44 50 250 100,09 23,26 25,02 

6 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 210 146,06 29,77 30,71 

6 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 220 140,41 29,8 30,89 

6 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 230 135,18 29,83 31,09 

6 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 240 130,48 29,85 31,31 

6 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 100 250 126,13 29,89 31,54 

6 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 210 85,11 16,71 17,87 

6 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 220 82,36 16,78 18,12 

6 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 230 79,78 16,85 18,35 

6 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 240 77,54 16,92 18,6 

6 3 Odyssey LED/FG/CX/30/57/DA/STD/C1/NC/PT60 30 50 250 75,44 17 18,86 

6 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 210 100,83 20,07 21,16 

6 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 220 97,12 20,11 21,32 

6 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 230 93,88 20,15 21,58 

6 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 240 90,97 20,22 21,84 

6 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 100 250 88,4 20,29 22,1 

6 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 210 61,39 11,59 12,89 

6 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 220 59,72 11,68 13,14 

6 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 230 58,21 11,77 13,4 

6 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 240 56,92 11,86 13,66 

6 4 Odyssey LED/FG/CX/20/57/DA/STD/C1/NC/PT60 20 50 250 55,74 11,96 13,94 

1 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 210 279,24 57,4 58,66 

1 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 220 267,54 57,45 58,85 

1 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 230 256,83 57,52 59,07 

1 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 240 247,03 57,58 59,28 

1 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 250 238,1 57,66 59,52 

1 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 210 162,6 32,59 34,17 

1 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 220 156,6 32,71 34,44 

1 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 230 150,96 32,83 34,72 

1 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 240 145,92 32,96 35,02 

1 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 250 141,37 33,09 35,34 

1 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 210 215,8 43,92 45,31 

1 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 220 207 44 45,54 

1 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 230 199,08 44,1 45,79 

1 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 240 191,88 44,2 46,05 

1 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 250 185,26 44,3 46,32 

1 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 210 129,57 25,46 27,2 

1 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 220 124,96 25,58 27,49 

1 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 230 121,02 25,74 27,84 

1 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 240 117,66 25,92 28,24 

1 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 250 118,92 25,81 29,73 
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1 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 210 157,15 31,43 33 

1 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 220 151,27 31,54 33,28 

1 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 230 145,97 31,68 33,57 

1 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 240 141,19 31,81 33,89 

1 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 250 136,93 31,95 34,23 

1 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 210 103,3 18,57 21,69 

1 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 220 104,31 18,6 22,94 

1 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 230 105,05 18,66 24,15 

1 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 240 104,8 18,63 25,15 

1 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 250 105 18,66 26,27 

2 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 210 280,75 57,71 58,97 

2 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 220 269,01 57,76 59,17 

2 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 230 258,28 57,83 59,4 

2 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 240 248,45 57,89 59,62 

2 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 250 239,51 57,96 59,87 

2 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 210 165,59 33,18 34,77 

2 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 220 159,4 33,32 35,06 

2 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 230 153,8 33,45 35,37 

2 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 240 148,74 33,59 35,7 

2 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 250 144,2 33,75 36,05 

2 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 210 216,37 44,02 45,43 

2 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 220 207,59 44,1 45,66 

2 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 230 199,67 44,2 45,97 

2 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 240 192,47 44,3 46,19 

2 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 250 185,91 44,41 46,48 

2 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 210 131,35 25,82 27,58 

2 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 220 126,83 25,96 27,9 

2 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 230 122,86 26,13 28,26 

2 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 240 119,36 26,3 28,65 

2 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 250 120,59 26,22 30,14 

2 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 210 157,67 31,51 33,11 

2 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 220 151,79 31,62 33,39 

2 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 230 146,54 31,76 33,71 

2 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 240 141,77 31,89 34,02 

2 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 250 137,49 32,04 34,38 

2 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 210 102,85 18,93 21,6 

2 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 220 104,85 18,93 23,08 

2 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 230 105,7 18,99 24,3 

2 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 240 105,2 18,99 25,22 

2 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 250 106,25 19 26,52 

3 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 210 280,4 57,58 58,9 

3 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 220 268,7 57,64 59,12 

3 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 230 257,9 57,7 59,36 

3 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 240 248,3 57,76 59,6 

3 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 250 239,3 57,83 59,84 

3 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 210 163,4 32,48 34,34 

3 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 220 157,4 32,62 34,66 

3 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 230 151,8 32,76 34,95 

3 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 240 146,8 32,9 35,26 

3 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 250 142,4 33,06 35,6 

3 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 210 217,6 44,11 45,71 

3 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 220 208,8 44,19 45,95 

3 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 230 200,8 44,27 46,2 
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3 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 240 193,7 44,38 46,47 

3 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 250 187 44,48 46,75 

3 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 210 131,6 25,55 27,65 

3 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 220 127,2 25,69 27,97 

3 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 230 123,2 25,85 28,34 

3 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 240 119,7 26,02 28,73 

3 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 250 119,8 25,94 29,96 

3 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 210 158,17 31,64 33,21 

3 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 220 152,24 31,75 33,49 

3 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 230 146,88 31,88 33,78 

3 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 240 142,03 32,01 34,09 

3 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 250 137,72 32,15 34,43 

3 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 210 102,37 18,69 21,49 

3 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 220 104,1 18,68 22,9 

3 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 230 104,9 18,69 24,18 

3 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 240 105,8 18,7 25,39 

3 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 250 106,5 18,73 26,63 

4 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 210 281,04 57,78 59,03 

4 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 220 269,13 57,83 59,22 

4 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 230 258,47 57,89 59,44 

4 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 240 248,62 57,96 59,67 

4 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 250 239,65 58,03 59,9 

4 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 210 165,86 33,28 34,84 

4 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 220 159,63 33,39 35,12 

4 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 230 153,96 33,52 35,41 

4 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 240 148,85 33,66 35,72 

4 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 250 144,25 33,8 36,06 

4 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 210 216,53 44,07 45,46 

4 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 220 207,64 44,15 45,69 

4 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 230 199,77 44,25 45,95 

4 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 240 192,54 44,35 46,21 

4 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 250 185,95 44,46 46,49 

4 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 210 131,58 25,89 27,63 

4 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 220 126,99 26,02 27,94 

4 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 230 122,96 26,18 28,28 

4 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 240 119,48 26,34 28,68 

4 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 250 116,58 26,51 29,15 

4 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 210 157,62 31,52 33,1 

4 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 220 151,71 31,63 33,38 

4 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 230 146,42 31,77 33,68 

4 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 240 141,65 31,9 33,99 

4 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 250 137,4 32,04 34,35 

4 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 210 101,58 18,8 21,33 

4 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 220 103,7 18,78 22,8 

4 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 230 104,45 18,81 24,01 

4 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 240 105 18,84 25,21 

4 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 250 105,5 18,89 26,35 

5 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 210 278,95 57,33 58,59 

5 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 220 267,26 57,38 58,78 

5 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 230 256,56 57,45 59 

5 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 240 246,79 57,51 59,22 

5 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 250 237,87 57,58 59,46 

5 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 210 163,02 32,67 34,23 
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Sample 
No. 

SKU* Description Rated W Dimming 
Voltage 

Level 
mA W VA 

5 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 220 156,83 32,78 34,5 

5 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 230 151,23 32,9 34,78 

5 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 240 146,22 33,04 35,09 

5 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 250 141,7 33,19 35,43 

5 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 210 215,25 43,81 45,2 

5 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 220 206,48 43,89 45,42 

5 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 230 198,59 43,99 45,67 

5 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 240 191,39 44,08 45,93 

5 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 250 184,81 44,19 46,2 

5 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 210 129,44 25,45 27,18 

5 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 220 124,91 25,59 27,48 

5 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 230 120,94 25,74 27,82 

5 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 240 117,36 25,81 28,16 

5 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 250 119,27 25,76 29,82 

5 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 210 156,82 31,37 32,93 

5 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 220 150,93 31,48 33,2 

5 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 230 145,63 31,61 33,5 

5 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 240 140,84 31,74 33,8 

5 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 250 136,58 31,88 34,15 

5 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 210 102,75 18,5 21,58 

5 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 220 104,05 18,5 22,9 

5 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 230 104,95 18,5 24,12 

5 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 240 105,95 18,52 25,43 

5 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 250 106,5 18,54 26,67 

6 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 210 279,6 57,43 58,7 

6 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 220 267,76 57,48 58,9 

6 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 230 257,06 57,55 59,12 

6 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 240 247,3 57,61 59,35 

6 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 100 250 238,4 57,69 59,6 

6 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 210 166,08 33,3 34,88 

6 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 220 159,73 33,4 35,13 

6 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 230 153,95 33,5 35,41 

6 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 240 148,81 33,63 35,71 

6 5 Odyssey LED/FG/CX/57/57/A/STD/C1/NC/PT60 57 50 250 144,17 33,75 36,04 

6 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 210 216,65 44,09 45,49 

6 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 220 207,85 44,17 45,72 

6 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 230 199,92 44,27 45,98 

6 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 240 192,7 44,36 46,25 

6 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 100 250 186,09 44,46 46,52 

6 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 210 131,63 25,88 27,64 

6 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 220 127,01 26,01 27,94 

6 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 230 122,96 26,16 28,28 

6 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 240 119,45 26,31 28,67 

6 6 Odyssey LED/FG/CX/44/57/A/STD/C1/NC/PT60 44 50 250 119,12 26,23 29,78 

6 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 210 157,67 31,52 33,11 

6 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 220 151,8 31,63 33,39 

6 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 230 146,49 31,76 33,69 

6 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 240 141,69 31,9 34,01 

6 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 100 250 137,43 32,04 34,34 

6 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 210 103,05 19,05 21,64 

6 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 220 105,25 19,01 23,16 

6 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 230 106 19,02 24,34 

6 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 240 106,5 19,01 25,6 
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6 7 Odyssey LED/FG/CX/32/57/A/STD/C1/NC/PT60 32 50 250 107,3 19,03 26,79 
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