M@(@(@(@(@(@(@(@(@(G
969696969696 9%96%96%9696
969696969696 9%96969696
920960909095 %6206%6%6
990303030300
9202020202020%2020%0

02026 92026
9202 2096
026 )98
o) OINC
94 © wm
w (o Mm
O 7 < e
@@ — V@@
90 096
096 )90
920¢ 9208
026 92696

92609%260%0%0 @@m@m@m ®
9896262596262628989
920%0%6%26%0%626%0%6
592695959596 92695959 50



Contents

Lamps & Gear

LGQU LGHA LGQE LGHE LGDB LGCB LGNB
2 | i \Q\ [ ~=2
WL 2=
c (e L & " =
L <
LGSU LGSP LGSE LGSC LGSN
\
== \4;“’ ,
Retrofit
T5DS T5HE PLHE T8HE T8DS
A%
D}:% Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Contents

Road
RDO8 RD09
//%
/,.-"f’/ ,/
AN - ,'Og_.p/
Classic
CL06 CL09
Contemporary
CNo7 CNo8 CNGL

Telephone: +44 (0)20 3051 1687

Email: info@indolighting.com

Website: www.indolighting.com




Contents
-]

High / Low Bay
HBA1 HBB1 HBC1 HBF1 HBG1 HBH1 HBI

Hazardous
HZ04 HZ06 HZ07

Interior
INO1 IN02 INCP

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Contents

Facilities
FCA4 FCAS5 FCA6 FCCP FCSB

FLO1 FLO2 FLO3

Tunnel
TLEX TLS1 TLCM

D}:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Product Codes
e

Category - Model number - Power (W) - Colour temperature (K) - Product variables -

Lamps & Gear 3000K 3 Post Top 60mm
Retrofit to to to to 4000K 4 Post Top 76mm PT7
Road RD Y4 Zz 500W 500 5000K 5 Side Entry 60mm SE6
Classic CcL 6500K 6 U Bracket: Up lighting UBU
Contemporary CN N/A N U Bracket: Down lighting UBD
High/Low Bay HB L Bracket : Up lighting LBU
Hazardous HZ L Bracket: Down lighting LBD
Interior IN How to order Hook HOK
cecllies S The INDO code is human readable, and is made up Default product code Rod Mounted RDM
— I el Surtace Mount: Upling  SMU
Tunnel i the lookup table for each p’roduct. RD09+100+3+PT6-M«F« FG+9017 Surface Mount: Down lighting SMD
INDO holds stock of popular specifications, and the Post Top: Up lighting PTU
common specification is shown for each product as Post Top: Down lighting PTD
a default product code. By ordering a stock item, — -
lead times can be significantly reduced. Positive Twist PTW
Negative Twist NTW
Straight STR
30cm 030
to to
EEEEE BT BT T -
Mains Fixed Flat Polycarbonate RAL9017 Traffic Black 9017 30cm x 30cm 30X
NEMA N 1-10V A Curved Polycarbonate CP RAL7038 Agate Grey 7038 to to
DALI D Flat Glass FG RAL9016 White 9016 120cm x 60cm 126
Curved Glass CG RAL6022 Olive Drab 6022 Not Applicable NOA
Acryllic AC RAL5002 Ultramarine Blue 5002
Clear CL Not Applicable NOTA
Striped ST
Frosted FR
No Lens NL

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGQU

INDO code explained

QUDO:35W @42mm QS35 QUDO:200W @58mm Q25L
QUDO:40W @38mm QL4C QUDO:300W g54mm  Q3LM
QUDO:40W @42mm QL4s QUDO:300W g58mm Q3LL

tunnels, factories, sports facilities. Rated Life (Hours)

Product 100,000

code

Product Luminaire

Lens type
QUDO:55W Q055  QUDO:400W g54mm  QALM code colour (RAL)

2 Stocked product code
’ Model Lamp / Colour Lamp Direction ~ Temperature Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature  holder rating colour on average, a shorter lead time.
4
Product codes — please choose your specifications Product specifications
Product Product Colour Product Product Operating Frequency
m code Lamp / Power (W) code temperature code D e 2 code (KHz)
. QUDO Lam LGQU QUDO:80W 080 3000K 3 Road Raised 100-300
100,000 hour life time per lamp P = Lamp Holder RDR
Instant strike, re-strike QUDO:100W Q100 4000K 4 Tunnel Raised
. o TLR Lumi Maint
Low lumen depreciation QUDO:120W Q120 5000K 5 Lamp Holder umln?élocgooa;lr:sq)enance
Dimmable to 50% brightness QUDO:150W Q150 6500K 6 Standard Lamp I
. 7 0,
Ambient temperature range QUDO:200W 238mm  Q2LC AT i
-40°C 1o +50°C QUDO:200W g54mm ~ Q2LM
CRI
TS  QUDO:200W g58mm  Q@2LL Product I Product
Applications : Lamp code code rating code
QUDO:250W @38mm  Q25C >80
Motorways, roads, car parks, public QUDO:35W @38mm QC35 QUDO:250W g54mm  Q25M Upwards = Loty TorifpeEille =
entrances, off-street areas, warehouses, Downwards D High Temperature H

QUDO:70W Q070 QUDO:400W g58mm  Q4LL No Lens NL Not Applicable NOTA

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

Induction Lamp Dimensions

Unit: mm
L
[ee] w
R e - :l Q
B
(e 0197 (<1>5N> S
44 M4
(o] £ N\
LI HEHH rem— " >
40 ;
78
142.5
70W~500W
40W\55W
35W/40W (mm) Ly et
(mm)

Tube Diameter D 38 42 42 54 54 54 54 38 54 58

Lamp Width w 114 118 118 142 142 142 142 128 142 188

Lamp Length L 202 202 202 245 295 335 388 784 540 434

Mounting Holes Spacing S - - 119 169 209 261 618 419 308

Tube Diameter D 38 54 58 54 58 54 58 58

Lamp Width w 128 160 188 160 188 160 188 188

Lamp Length L 1058 676 584 796 684 1047 884 884

Mounting Holes Spacing S 888 549 458 669 558 919 758 758

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGHA

INDO code explained
. Stocked product code
: \a
° ° ° ° ° ° ° LGHA * H040+4 « SDH+U ¢ L « NL « NOTA
\\\\\c Model Lamp / Colour Lamp Direction ~ Temperature Lens Type  Luminaire This product code is held in stock and has,
\\,. N« Power (W) temperature  holder rating colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Operating Frequency
Product Product Colour Product Product
“ Lamp i (W) code temperature Lamp G code (KHZ)
[ Features : | HALO Lamp LGHA HALO:40W H040 3000K 3 Standard Lamp g D=
Holder
100,000 hour life time per lamp HALO:55W HOS5 4000K 4 E39 Lamp Holder E39 Luminance Maintenance
Instant Strike‘ re-strike HALO:70W HO70 5000K 5 (60,000 HI’S)
L E40 Lamp Holder E40
Low lumen depreciation HALO:80W H080 6500K 6 70%
Dimmable to 50% brightness HALO:100W H100
Ambient temperature range HALO:120W H120 CRI
-40°C to +50°C
HALO:150W H150
>,
HALO:200W H200 280
v HALO:250W H250 Rated Life (Hours)
Applications :
HALO:300W H300
Motorways, roads, car parks, public HALO:400W H400 LY
entrances, off-street areas, warehouses,
tunnels, factories, sports facilities.
Product . Product Product Luminaire Product
m Temperature ratlng o type colott (RAL) code
Upwards u Low Temperature L No Lens NL Not Applicable NOTA
Downwards D High Temperature H

mm Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

Induction Lamp Dimensions

Unit: mm
163 -
68.8 *
N
o (2}
Y8
< g
0
Q
152
40W~55W 70W~200W
= L= [ | = | e |
40
H1 51.5 55 H1 SIES) 55
27 27 24 24
40W\55W 70W~500W 56 56 56 56
H2 H2
96 96 96 96
151 151 151 151
Tube Diameter D1 54 54 54 54 54 58 58 58
Lamp Width D2 180 217 249 294 354 390 441 453
Lamp Length L 201 242 274 319 381 401 463 475
Mounting Holes Spacing S 74 113 146 192 253 273 335 347
m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGQE - QUDO Extruded Ballast

INDO code explained
Stocked product code

@.@.G.@.G.‘.°.@ e

Model Lamp / Colour  Connector  Control Dimming  Lenstype  Luminaire This product code is held in stock and has,
Power (W) temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Product Colour Product Product
Volt \')
High quality electronic ballast QUDO L 35W Compact ballast ~ EC35 Not Applicable N Standard Lamp Holder SDH 120-277
Excellent thermal design Extruded Ballast 35W Standard ballast ~ ES35
High efficiency, low circuit losses 40W Compact ballast ~ EC40 Frequency (Hz)
Very high power factor
o o b | 4 DAL 40W Standard ballast ES40 Control Product Product 50/60
immable by analogue an 55 0055 ontro code code
row 0070 Mains M Fixed F THD
Applications : 80w 0080 Analogue (0-10V) A

100W 0100 DAL 5 =10%

Retrofit into existing fittings
o 120W 0120

OEM Luminaire Manufacture

150W 0150 Power Factor

200W 0200 Product Luminaire Product

Lens type >0.95
| RAL d
250W 0250 -
400W 0400 No Lens NL RAL9017 g
Traffic Black 9017 Case Temperature (°C)

<65

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGQE - Extruded Ballast Dimensions

Electronic Ballast Dimensions (Extruded aluminium):

Unit: mm
Wattage L1 (mm) L2 (mm) L3 (mm) W1 (mm) W2 (mm) H1 (mm)
132 143 152 63 93 415

40W (compact)
55W (compact)
sl S aow
70W
80W
100W

2.5
120W
__'—ﬂ 150W 189 204 215
B 120 58
200W
L1 250w 229 244 255
L2 400W

L3 ' 274 290 302 135 63.5
500W

1
‘ ‘ Dimmable Electronic Ballast Dimensions (Extruded aluminium):
40W
132 143 152 63 93 41.5

157.3 170.3 179.3 60.5 104.5 48

W2
W1

)N

70

H1

35W~500W S

70W

157.3 170.3 179.3 60.5 104.5 48
100W 25
150W

189 204 215

200W 70 120 53
250W 229 244 255

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGHE - HALO Extruded Ballast

INDO code explained

Stocked product code

LGHE *EC35*N*SDH*M=*F « NL « 9017

Model Lamp / Colour Connector  Control Dimming  Lenstype  Luminaire This product code is held in stock and has,
Power (W) temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Product Colour Product Product
Volt \')
High quality electronic ballast HALO G 35W Compact ballast ~ EC35 Not Applicable N Standard Lamp Holder SDH 120-277
Excellent thermal design Extruded Ballast 35W Standard ballast ~ ES35
High efficiency, low circuit losses 40W Compact ballast ~ EC40 Frequency (Hz)
Very high power factor
o Do b | 4 DALl 40W Standard ballast ES40 Control Product Product 50/60
immable by analogue an 55W 0055 ontro code code
row 0070 Mains M Fixed F THD
Applications : sow 0080 Analogue (0-10V) A

100W 0100 DAL 5 =10%

Retrofit into existing fittings
o 120W 0120

OEM Luminaire Manufacture

150W 0150 Power Factor

200W 0200 Luminaire Product >0.95

250W 0250 Product colour (RAL) code

Lens type B
soow 0300 RA!-9017 92017 Case Temperature (°C)
400W 0400 No Lens NL Traffic Black

<65
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Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGHE - Extruded Ballast Dimensions

Electronic Ballast Dimensions (Extruded aluminium):

Unit: mm
Wattage L1 (mm) L2 (mm) L3 (mm) W1 (mm) W2 (mm) H1 (mm)
132 143 152 63 93 415

40W (compact)
55W (compact)
sl S aow
70W
80W
100W

2.5
120W
__'—ﬂ 150W 189 204 215
B 120 58
200W
L1 250w 229 244 255
L2 400W

L3 ' 274 290 302 135 63.5
500W

1
‘ ‘ Dimmable Electronic Ballast Dimensions (Extruded aluminium):
40W
132 143 152 63 93 41.5

157.3 170.3 179.3 60.5 104.5 48

W2
W1

)N

70

H1

35W~500W S

70W

157.3 170.3 179.3 60.5 104.5 48
100W 25
150W

189 204 215

200W 70 120 53
250W 229 244 255
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Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGDB - QUDO Die Cast Ballast

INDO code explained

@‘@’G.@.G.‘.°.@ —————

Stocked product code

Model Lamp / Colour ~ Connector  Control Dimming  Lenstype  Luminaire This product code is held in stock and has,
Power (W) temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Product Colour Product Product
IP Rated Die Cast Ballast QUDO Die Cast | ~hp 0070 Not Applicable Standard Lamp Holder 120-277
Ballast
High quality electronic ballast 80W 0080
Excellent thermal design 100W 0100 Frequency (Hz)
High efficiency, low circuit losses 120W 0120 50/60
Very high power factor 150W 0150

Dimmable by analogue and DALI

200W 0200
THD
Applications : 250W 0250

300W 0300 <10%

Exterior applications
- - . 400W 0400
Retrofit into existing fittings
OEM Luminaire Manufacture soow 0500 R e Gl
Product Product Product Luminaire Product >0.95
Mains Fixed No Lens RAL9017 0017 Case Temperature (°C)
Analogue (0-10V) A Traffic Black
<65

DALI D RAL9016
White

9016
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Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGDB - Die Cast Ballast Dimensions

Unit: mm

[T, | i) ] t2om | w o ]z o
i ] 70W
m— H — 2.5 H 8OW
I I T L T Ty ey 1OOW
106 234 169.5 189.5 75.5
120W
S|z =k 150W
200W
..................... o 200W
S U\ /1 g 250W
L2 150 319 169.5 189.5 75.5
L2 300W
400W
70W~200W 200W~500W
m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGCB - HALO Circular Ballast

p | INDO code explained

Stocked product code

=2y
Model Lamp / Colour Mounting Control Dimming  Lenstype  Luminaire This product code is held in stock and has,
2 Power (W) temperature colour on average, a shorter lead time.
— Product cod I h ificati ificati
%, roduct codes — please choose your specirications Product specifications
Product Product Colour Product Product
m Circular Ballast ~ LGCB 40W 0040 Not Applicable N Hook HOK 120-277
High quality electronic ballast 70W 0070 Rod Mounted RDM
Excellent thermal design 80W 0080
High efficiency, low circuit losses 100W P Frequency (Hz)
Very high power factor
) 120W 0120 50/60
Dimmable by analogue and DALI
150W 0150
200W 0200
Applications : 250W 0250
<10%
INDO high bay reflectors 300W 0300
400W 0400

Power Factor

Product Product Product Luminaire Product >0.95
M F NL

Mains Fixed No Lens RAL9016 White 9016 Case Temperature (°C)
Anal 0-10V A
nalogue ( ) <65
DALI D

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGCB - Circular Ballast Dimensions

14 40
70

80
100
120
150 262 244
200
250
T 300

274 280
400
500

Unit: mm

240 205

LGCB (40W~500W)

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGNB - Narrow Ballast

INDO code explained
Stocked product code

@‘@’G’@‘G"‘G‘@ i

Model Lamp / Colour Connector  Control Dimming  Lenstype  Luminaire This product code is held in stock and has,
Power (W) temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Product Colour Product Product
Foaures BN B e

Designed to fit inside a column Narrow Ballast ~ LGNB 35W 0035 Not Applicable N Standard Lamp Holder ~ SDH 120-277
High quality electronic ballast 40W 0040
Excellent thermal design 55W 0055 Frequency (Hz)
High efficiency, low circuit losses 70W 0070 =
Very high power factor 80W 0080

100W 0100

THD
Applications :

Control Product Product Lens type Product Luminaire Product <10%
Street or road lighting Ontro code code yp code colour (RAL) code
M F NL

Retrofit solutions )
Mains Fixed No Lens Not Applicable NOTA S Faean

>0.95

Case Temperature (°C)

<65
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INDO Products - Lamp & Gear Specifications

Lamps & Gear

LGSU - SUDO Lamp

INDO code explained

Model Colour

temperature

Lamp /
Power (W)

Lamp holder

\ y

Direction

Temperature
rating

Lens type

Stocked product code

LGSU *S035+4SDH <+ XL *NL*NOTA

This product code is held in stock and has,
on average, a shorter lead time.

Luminaire
colour

i wary W

Product codes — please choose your specifications

Product
code

m Lamp / Power (W)
60,000 hour life time per lamp SUDO Lamp LGSU SUDO:35W
Instant strike, re-strike SUDO:55W
Low lumen depreciation SUDO:85W
Dimmable to 50% brightness SUDO:100W
Ambient temperature range SUDO:120W
-40°C to +50°C

Applications :

Motorways, roads, car parks, public

entrances, off-street areas, warehouses,

tunnels, factories, sports facilities.

e e Temperature ratin
code P 9
Not Applicable X Low Temperature

High Temperature

INDO,

Product
code

S035
S055
S085
$100
$120

Product
code

L
H

Telephone: +44 (0)20 3051 1687

Product specifications

Colour Product Product Operating Frequency
temperature Sl ety (KHz)
3000K 3 Standard Lamp Holder 100 - 300
4000K 4
5000K 5 Luminance Maintenance
(40,000 Hrs)
6500K 6
70%
(o3}
>80
Rated Life (Hours)
Product Luminaire Product 60.000
Lens type code colour (RAL) code ’
No Lens NL Not Applicable NOTA

Email: info@indolighting.com

Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGSU - Lamp Dimensions

Unit: mm
KN N
o 55W/85W 110 158
3 100W/120W 130 181
mi Iﬁﬁ
_ ¥ 40 |
M4 57
3\
E39/E26
35W\55\W\85W o
35W
450
N
3
& 3
Lﬁl 4
i I: | T
66.2
165W\200W
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Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGSP - SUDO Power Coupler

INDO code explained

@.@.G.@.‘.G.°.® LGSP.OO35.N.SDH.X.N.NL.NOTA

Model Lamp / Colour ~ Connector  Control Dimming  Lenstype  Luminaire This product code is held in stock and has,
Power (W) temperature colour on average, a shorter lead time.

Stocked product code

e

€

Product codes — please choose your specifications Product specifications
Product Product Colour Product Product
High purity ferrite core SUDO LGSP 0035 Not Applicable Standard Lamp Holder 120-277
. Power Coupler
Excellent thermal conductivity 55W 0055
85W 0085 Operating Frequency
(KHz)
100W 0100
120W 0120 100 - 300
Base Temperature (°C)
<120

Product Product Product Luminaire Product

N/A X No Lens Not Applicable NOTA

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGSE - SUDO Extruded Ballast

INDO code explained

@.@.G.@.G.‘.°.@ e ———

Stocked product code

Model Lamp / Colour ~ Connector  Control Dimming  Lenstype  Luminaire This product code is held in stock and has,
Power (W) temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Product Colour Product Product
Features : m e S
High quality electronic ballast SUDO LGSE 0035 Not Applicable Standard Lamp Holder 120-277

Extruded Ballast

Excellent thermal design 55W 0055
High efficiency, low circuit losses 85W 0085 Frequency (Hz)

Very high power factor 100W 0100 50/60

Dimmable by analogue and DALI 120W 0120

THD

Applications :

Retrofit into existing fittings

OEM Luminaire Manufacture
Product Product Product Luminaire Product
Power Factor
m = type colotr (RAL) _

<10%

Mains Fixed No Lens RAL9017 >0.95
Traffic Black sl
Case Temperature (°C)
<65

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGSE - Extruded Ballast Dimensions

Unit: mm

2 S -
132 143 152 70 93 41.5

55
85
100 157.3 170.3 179.3 60.5 104.5 2.5 48
120
165
200

W2
W1

)N

ael

189 204 215 70 120 53

L1
L2

e

35W~200W

H1
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Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGSC - SUDO Circular Ballast

p | INDO code explained

Stocked product code

=
@‘@’G.@.G.‘.G.@ e s
Model Lamp / Colour Mounting Control Dimming  Lenstype  Luminaire This product code is held in stock and has,
> Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Product Colour Product Product
High quality electronic ballast SUDO LGSC 0035 Not Applicable Hook 120-277

Circular Ballast

Excellent thermal design 55W 0055 Rod Mounted RDM
High efficiency, low circuit losses 85W 0085 Frequency (Hz)

Very high power factor 100W 0100 50/60

Dimmable by analogue and DALI 120W 0120

THD

Applications :

INDO high bay reflectors

<10%

Product Product Product Luminaire Product
Power Factor

Mains Fixed No Lens RAL9016 White 9016 >0.95

Case Temperature (°C)

<65

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGSC - Circular Ballast Dimensions

Unit: mm
D
14 35
206 166
55
85
100 240 205
120
165 262 244
200
274 280
250
I

Disc type (35W~250W)

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Lamps & Gear

INDO Products - Lamp & Gear Specifications

LGSN

INDO code explained

@‘@’G’@‘G"‘G‘@ B e

Stocked product code

Model Lamp / Colour ~ Connector  Control Dimming  Lenstype  Luminaire This product code is held in stock and has,
Power (W) temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Product Colour Product Product
Designed to fit inside a column SUDO W 0035 Not Applicable Standard Lamp Holder 120-277
High quality electronic ballast Narrow Ballast 55W 0055
Excellent thermal design 85W 0085 Frequency (Hz)
High efficiency, low circuit losses 100W 0100 50/60
Very high power factor 120W 0120

THD

Applications :

Street or road lighting

Retrofit solutions
Product Product Product Luminaire Product
Power Factor
m = type colonr (RAL) _

Mains Fixed No Lens Not Applicable NOTA >0.95

Case Temperature (°C)

<65

<10%
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Retrofit

INDO Products - Retrofit Specifications

T5SE /T5SP /T5HE

INDO code explained

@. 0008 .’.@.G.‘.e.@ T5SE* 00085030 M+F ST e+NOTA

Model Lamp / Colour Length Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.

Stocked product code

Product codes — please choose your specifications Product specifications

Product Product Product Operating Frequency
Advanced thermal PCB design FITT5S T5SE 100
. . 8w 0008 5000K 5
Huge energy and maintenance savings EIT T5 S Protected T5SP
Install as part of lamp replacement schedule FIT T5 HE T5HE aW 0004 6500K 6 Luminance Maintenance

(60,000 Hrs)

Designed to work off existing electronics
CRI > 80 These models come in specific powers and temperatures — please read across the table above. 70%

Wide beam angle of 120 degrees
Payback typically under 2 years CRI

T >80
Applications : Length Product Product Luminaire Product -
eng code code colour (RAL) code
Signage, Bollards, Emergency Fittings, Subways, Rated Life (Hours
gnag gency Fiting y 300mm Long 030 Fixed F Not Applicable NOTA (Hours)
Tunnels
60,000
Product Product
- type
Mains M Stripped ST

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




INDO Products - Retrofit Specifications

Retrofit

PLHE

INDO code explained

Model Lamp / Colour Connector Control

Power (W) Temperature

Dimming

Stocked product code

PLHE * 0004+ 6 NTW M-« F « ST - NOTA

This product code is held in stock and has,
on average, a shorter lead time.

Luminaire
colour

Lens Type

Product codes — please choose your specifications

Product Lamp / Power | Product Colour
code (W) code temperature
4W

Advanced thermal PCB design FIT PL HE PLHE 0004 6500K

Huge energy and maintenance savings
Install as part of lamp replacement schedule
Designed to work off existing electronics
CRI >80

Wide beam angle of 120 degrees

Payback typically under 2 years

Applications :

Signage, Bollards, Emergency Fittings, Subways,
Tunnels

code
Mains M

Fixed Stripped

Telephone: +44 (0)20 3051 1687

Product
code
6

Product Lo (oo Product
code yP code
F ST

Product specifications

Operating Frequency
(Hz)

100

code
PTW

Positive Twist
NTW
STR

NegativeTwist Luminance Maintenance

(60,000 Hrs)

Straight Connector

70%

CRI

>80

Rated Life (Hours)

Luminaire Product
colour (RAL) code

Not Applicable NOTA 60,000

Email: info@indolighting.com

Website: www.indolighting.com




Retrofit

INDO Products - Retrofit Specifications

T8HE

INDO code explained

@.@.G.Q.G.‘.°.® ——

Stocked product code

Model Lamp / Colour Length Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Product Product Operating Frequency
m m Lamp i (W) code Length code
Excellent thermal performance FIT T8 HE T8HE 1MW 0011 600mm Long 060 100
Huge energy and maintenance savings
ge enrgy 9 17w 0017 900mm Long 090
Install as part of lamp replacement schedule ) ] Luminance Maintenance
. . . . 20w 0020 200mm Lon 20
Lockable rotating end cap for directionality 9 (40,000 Hrs)
CRI > 80 24W 0024 1500mm Long 150 70%
Wide beam angle of 120 degrees o 0030 1500mm Long 150
0030 1800mm Long 180

CRI

These models come in specific lengths — please read across the table above.

Applications : Colour Product Control Product LT (T Product Luminaire
temperature code code yP code colour (RAL)
Car parks, public entrances, subways, offices,
M CL

>80

Rated Life (Hours)

sports facilities, sign lighting, schools, hospitals, 3000K 3 Mains Clear Not Applicable NOTA 50,000
decorative. 4000K 4 Stripped —
code
6500K 6
Fixed F

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




INDO Products - Retrofit Specifications

Retrofit

T8DS

Excellent thermal performance

Huge energy and maintenance savings
Install as part of lamp replacement schedule
Lockable rotating end cap for directionality
CRI > 80

Wide beam angle of 120 degrees

Applications :

Car parks, public entrances, subways, offices,
sports facilities, sign lighting, schools, hospitals,
decorative.

INDO,

INDO code explained

Model Lamp / Colour Length Control Dimming Lens Type  Luminaire
Power (W) Temperature colour

Stocked product code

T8DS * 0024 5+ 150+ M+ F « CL - NOTA

This product code is held in stock and has,
on average, a shorter lead time.

Product codes — please choose your specifications

Product specifications

Product Product Product Operating Frequency
m Lamp I Power (W) COde Length COde
F— ~eDs 15W 0015 600mm Long 060 100
Double Sided 17W 0017 900mm Long 090

Luminance Maintenance

20W 0020 1200mm Long 120 (40,000 Hrs)

24W 0024 1500mm Long 150

These models come in specific lengths — please read across the table above.

70%

(o1 ]
>80

Colour Product Product Product Luminaire Product Rated Life (Hours

temperature code = type colour (RAL) ( )
3000K 3 Mains M Clear cL Not Applicable NOTA 50,000
4000K 4 Stripped ST
code
6500K 6
Fixed F
Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




INDO Products - Road Specifications

Road

RDO08

Powder coated die cast aluminium
housing.

High purity anodised or vacuum coated
aluminium reflector.

Heat resistant.
Instant strike, re-strike.
Low lumen depreciation.

Ambient temperature range
-40°C to +50°C.

Applications :

Motorways, roads, car parks, public
entrances, off-street areas, warehouses,
tunnels, factories, sports facilities.

INDO,

INDO code explained

Model

Lamp /

Colour Mounting Control Dimming

Power (W) Temperature

Stocked product code

RD08 * H150 +4 « SE6* N F « CP » 7038

Lens Type  Luminaire This product code is held in stock and has,
colour on average, a shorter lead time.

Product codes — please choose your specifications

ROAD 08

Control

Mains
NEMA

Product

code

RDO08

Product
code

M
N

Lamp / Product Colour
Power (W) code temperature

HALO:150W H150 3000K

4000K

5000K

6500K

Product
v Lens type

Fixed 7 Curved

Analogue (0-10V) A Polycarbonate

Telephone: +44 (0)20 3051 1687

Product specifications

Voltage

120-277

Product Product
code code

60mm Side Entry SE6

Ambient

Temperature
(°C)

-20°C/+40°C

o g A W

IP Class

Product Luminaire Product IP 65 Optic /ballast

code colour (RAL) code
cp RAL7038 Agate Grey 7038 Weight (KG)

8

Email: info@indolighting.com Website: www.indolighting.com




Road

INDO Products - Road Specifications

L} -
Dimensions Photometry
Unit: mm 05 g
90° - 90°
75% 750
80
60° 60°
8 120
™
45° 160 L'
200
240
30° Lo 0° 15° 30°
ﬁn&o -C180 =——(C90-C270 Elel
.
®
o — -
8
|

800
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Road

INDO Products - Road Specifications

RD09

INDO code explained

Stocked product code

RD09 * Q150+4*SE6*N*F+CG * 7038

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Product Colour Product Product

Electrostqtlgally painted high-pressure die RDO9 RD09 QUDO:80W Q080 3000K 3 60mm Side Entry e 120277

cast aluminium alloy.

High purity anodised or vacuum coated QUDO:100W Q100 4000K 4 -

aluminium reflector. QUDO:120W Q120 5000K 5 Ambient
Temperature

Toughned glass or polycarbonate (PC) lens. QUDO:150W Q150 6500K 6 C)

IP65 rated. QUDO:200W g54mm ~ Q2LM 20 °C | +40 °C

QUDO:250W 258mm  Q25L

IP Class
Applications : Product Product Product Luminaire Product -
code code Lens type code colour (RAL) code :
IP 65 Optic /ballast
M F cP

Motorways, roads, car parks, public entrances,

L P~ Mains Fixed Curved RAL9017 Traffic Black 9017
off-street areas, street lighting, sports facilities. Polycarbonate
NEMA N Analogue (0-10V) A RAL7038 Agate Grey 7038
Flat Glass FG Wattage
Curved Glass CG
<150 9.2
150< 14.7

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Road

INDO Products - Road Specifications

Dimensions Photometry
Unit: mm 1050 1050
90° - 90°
H ﬂ 60° i 60
NLEIN =
W l E L_dl JI 120
S 450 160 450

—(0-C180 =——C90-C270

woi | o | W ] s
801 368 195

Q080 - Q150 (FG)

Q2LM - Q25L (FG) 1054 419 212
Q080 - Q150 (CP) 801 368 269
Q2LM - Q25L (CP) 1054 419 307
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Classic

INDO Products - Classic Specifications

CLO06

INDO code explained
Stocked product code

®.@.‘.°.G.‘.e.@ CL06.8085.4.PT7.N.F.FG.9017

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.

Product codes — please choose your specifications Product specifications

m Product Lamp / Power § Product Colour Product Product
code (W) code temperature code code Voltage (V)

Powder coated aluminium alloy housing.

Classic 06 CLO06 SUDO:85W S085 3000K 3 76mm Post Top 120-277
Anodized aluminium reflector.
4000K 4
Frosted glass. 5000K 5 Ambient
Temperature
6500K 6 (°C)
-20°C/+40°C
Applications : Control Product Product Lens type Product Luminaire Product
code code yP code colour (RAL) code IP Class
Parks, shopping centres, outlets,
plazas, city halls, historic areas. Mains Fixed Flat Glass RAL9017 Traffic Black 9017 P43
NEMA N Analogue (0-10V) A

[IH:X@ Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Classic

INDO Products - Classic Specifications

Dimensions Photometry
U n it : m m 135° 150° 165° 180° 165° 150° 135°
75
415 X 415 T
— — 45
30
105° 105
| .
o
w 5% 30° 15" 0° 5" 30° L -l
N~ cd/kim n=63%
——C0-C180 =—C90-C270
!
Ne—"]
— -
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Classic

INDO Products - Classic Specifications

CLO09

INDO code explained
Stocked product code

@‘@.‘.e.a.‘.e.@ CL09.8085.4.PT7.N.F.PG.6022

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Lamp / Power § Product Colour Product Product
code (w) code temperature code code Voltage (V)
Powder coated aluminium alloy housing. Classic 09 CcL09 SUDO:85W 085 3000K 3 76mm Post Top 120-277
Prismatic glass lens.
4000K 4
Temperature
6500K 6 (°C)
-20°C/ +40°C
Applications : Control Product Product Lens tybe Product Luminaire Product
code code yP code colour (RAL) code IP Class
Parks, shopping centres, outlets, plazas,
city halls, historic areas. Mains Fixed Prismatic Glass RAL6022 Olive Drab 6022 P43
NEMA N Analogue (0-10V) A

[IH:X@ Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Classic

INDO Products - Classic Specifications

Dimensions Photometry
Unit: mm 135° 150° 165° 180° 165° 150° 1350
350 120° 40 120°
e e EEE—
! “ 90° 90°
|
|
cd/kim n- 60%
C0-C180 =——(90 - C270
o
! <
(@)}
1 ' [
A\ ' 4
|
|
|
| | |
Y
T
90
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Contemporary

INDO Products - Contemporary Specifications

CNO7

PET coated high pressure die cast
aluminium alloy housing.

Heat resistant polycarbonate lens.

Applications :

Parks, shopping centres, outlets, plazas,

city halls, historic areas.

INDO code explained
Stocked product code

@‘@‘0‘@"“.6.@ CN07.H040.4.PT7.N.F.FR.7010

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product = Eamp/Power 8§ Product Colour Product Product
code (w) code temperature code code Voltage (V)
Contemporary 07~ CNO7 SUDO:35W S035 3000K 3 76mm Post Top 120-277
HALO:40W H040 4000K 4
HALO:55W HO55 5000K 5 CLultf
Temperature
SUDO:55W S055 6500K 6 (°Cc)
SUDO:85W S085 -20°C/+40°C
Control Product Product Lo (oo Product Luminaire Product PCl
code code yP code colour (RAL) code 2SS
Mains Fixed Frosted RAL7010 Tarpaulin Grey 7010 IP54
NEMA N 1-10V A
Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




INDO Products - Contemporary Specifications

Contemporary

CNGL

Choice of UV stabilised
polycarbonate or PMMA

Diffuse, full spectrum light source
Sturdy construction

Applications :

Parks, shopping centres, outlets,
plazas, city halls, historic areas.

INDO code explained

Model Lamp / Colour Mounting Control Dimming
Power (W) Temperature

Lens Type

Stocked product code

CNGL *H055°4«PT7*N-*F *FR 9017

Luminaire This product code is held in stock and has,
colour on average, a shorter lead time.

Product codes — please choose your specifications

Product specifications

Product = Eamp/Power 8§ Product Colour Product Product
code (W) code temperature code code Voltage (V)

Contemporary oy SUPORW S035 3000K
Eloloe HALO:40W H040 4000K
HALO:55W H055 5000K
QL:55W L055 6500K

SUDO:85W S085

QL:85W L085

o a b~ W

60mm Post Top 120-277
76mm Post Top PT7

Ambient

Temperature
(°C)

-20°C/+40°C

IP Class

Control Product Product Lens tvpe Product Luminaire Product
code code yP code colour (RAL) code P65

Mains Fixed Frosted
20mm Predrilled (o3 Analogue (0-10V) A Clear
10mm Predrilled | Clear 50%

Mask on Top

Frosted 50%
Mask on Top

Telephone: +44 (0)20 3051 1687

CL

CT

FT

Email: info@indolighting.com

RAL9017 Traffic Black 9017
RAL9022 Pearl Light Grey 9022
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High / Low bay

INDO Products - High / Low Bay Specifications

HBA1

INDO code explained
Stocked product code

@‘@“’@°°"‘°.® S et

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
“ h(mm.\w i )‘
i
Product codes — please choose your specifications Product specifications
m Product Lamp / Power | Product Colour Product Product Voltage (V)
code (W) code temperature code code
Die cast aluminium ballast casing with Highbay A1 HBA1 HALO:40W H040 3000K 3 Hook HOK 120-277
powder coated finish.
T . | b hood HALO:70W HO070 4000K 4 Rod Mounted RDM
emperature resistant polycarbonate hood. N 0 — 5 Ambient Temperature
Lined with inner reflector. (°C)
HALO:100W H100 6500K 6
-20°C/+40°C

HALO:120W H120
HALO:150W H150
HALO:200W H200 IP Class
HALO:250W H250

Applications : HALO:300W H300

St.adiums, vyorkshops, war.ehouses, airports, Control Product Product Lens t Product Luminaire Product Wattage
railway stations, petrol stations, amusement ontrol weah i ens type ode colour (RAL) code
parks, exhibition halls and supermarkets.
M F N/A
PP

P43

. ) 40W-200W 25-75
Mains Fixed Prismatic Loz

Analogue (0-10V) A Polycarbonate 250W-300W 8.8

m% Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




High / Low bay

INDO Products - High / Low Bay Specifications

Dimensions Photometry
Unit: mm 135° 150° 165° 180° 165° 150° 135°
120
100
120° 80 120°
60
B on el [T [ N m
- o) 40W 320 440 12" PC
90° 900
,Mﬁm 100W 410 600 16" PC
< I i 150W 692 75° 75°
200W 570 22" PC
T /
[T 250W 60° 60
N7 300W 704
V. - \ \\ I 45° 30° i5° 0° 15% 30° 45°
’/ \ cd/kim n=78%
1 ——(C0-C180 =—(C90-C270
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High / Low bay

INDO Products - High / Low Bay Specifications

HBB1

W INDO code explained
Stocked product code
Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
m Product Lamp / Power | Product Colour Product Product Voltage (V)
code (W) code temperature code code
Die cast aluminium ballast casing Highbay B1 HBB1 HALO:40W H040 3000K 3 Hook 120-277
with powder coated finish.
Hioh ourity anodised HALO:70W H070 4000K 4 Rod Mounted RDM
igh purity anodised or vacuum Ambient Temperature
coated aluminium reflector. HALO:80W Ho80 5000K 5 (°C) e
HALO:100W H100 6500K 6
0, 0,
HALO:120W H120 0°C/+40%C
-20°C/ +40°C

HALO:150W H150
HALO:200W H200

Applications : HALO:250W H250 IP Class

Stadiums, workshops, warehouses, airports, HALO:300W H300
railway stations, petrol stations, amusement P43
parks, exhibition halls and supermarkets. .
Control Product Product Lens type Product Luminaire Product
code code yP code colour (RAL) code
Wattage
Mains M Fixed Flat Polycarbonate N/A NOTA
Analogue (0-10V) A Flat Glass FG pobecclll ICSRS

Acrylic AC 250W-300W 8.8
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High / Low bay

INDO Products - High / Low Bay Specifications

Dimensions
Unit: mm 244 280
®205 244 D244 |
8 g ' 3 8
( )| £ :
I 420 ] . | P 570 | = o0

70W - 100W (16" AL hood) 120W - 300W (22" AL hood)

Photometry

105°

90°

75°

120

45> 160 452

240

30° 15° 0° 15° 30°
n=76%

cd/kim
—(C0-C180 =———C90-C270
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High / Low bay

INDO Products - High / Low Bay Specifications

HBC1

3 INDO code explained
Stocked product code

@‘@“’@°°"‘°.® s

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.

Product codes — please choose your specifications Product specifications

m Product Lamp / Power | Product Colour Product Product Voltage (V)
code (W) code temperature code code
HOK

Die cast aluminium ballast casing Highbay C1 HBC1 HALO:70W H070 3000K 3 Hook 120-277

with powder coated finish.

High burit dised HALO:80W H080 4000K 4 Rod Mounted RDM

igh purity anodised or vacuum Ambient Temperature
coated aluminium reflector. HALO:100W H100 5000K 5 °C) e
HALO:120W H120 6500K 6
20° +40 ©
HALO:150W H150 0°C/+40%C
HALO:200W H200
ications :

= HALO:250W H250 IP Class
Stadiums, workshops, warehouses, airports, HALO:300W H300
railway stations, petrol stations, amusement 1P43
parks, exhibition halls and supermarkets.

Control Product Product Lens type Product Luminaire Product
code code yP code colour (RAL) code Wattage
Mains M Fixed F N/A NOTA
Curved cP 40W-200W  25-75
Analogue (0_1 OV) A Polycarbonate
. 250W-300W 8.8
Acryllic AC
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High / Low bay

INDO Products - High / Low Bay Specifications

Dimensions Photometry
Unit: mm d14 D14 05 R
[ 90¢ 90
| [ |
2 160
= N
< 45 s 45°
' 30° 15° 0 15° 300
' ﬂn(’;ﬂ-(:l&(} —(90 - C270 e
®480 ] ®570 _|
70W - 100W (19” AL hood) 120W - 300W (22" AL hood)
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High / Low bay

INDO Products - High / Low Bay Specifications

HBF1

INDO code explained

Stocked product code

HBF1+H200+ 5 HOK+* M+ F « PP - NOTA

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
m Product Lamp / Power | Product Colour Product Product Voltage (V)
code (W) code temperature code code
Die cast aluminium ballast casing Highbay F1 HBF1 HALO:200W H200 3000K 3 Hook HOK 120-277
with powder coated finish.
HALO:250W H250 4000K 4 Rod Mounted RDM
Heat resistance polycarbonate lens. HALO:300W H300 5000K 5 Ambient ;Eecr;,perature
6500K 6
-20°C/+40°C
Applications : IP Class
Stadiums, workshops, warehouses, airports,
railway stations, petrol stations, amusement 1P43
parks, exhibition halls and supermarkets.
Control Product Product Lens tvbe Product Luminaire Product Wattage m
code code yp code colour (RAL) code
. . 200W-300W 8.8
Mains M Fixed F Prismatic PP N/A NOTA

Analogue (0-10V) A

Telephone: +44 (0)20 3051 1687
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High / Low bay

INDO Products - High / Low Bay Specifications

Dimensions Photometry
it 14
Unlt' mm ¢ /L 135° 150° 165° 180° 165° 150° 135°
- 120
100
120° 120°
80
60
= E o 4 ﬁ 75 75
60° 60°
45° 30° 15° 0° 15° 30° 45°
cd/kim n=79%%
—(C0-C180 ——C90-C270
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High / Low bay

INDO Products - High / Low Bay Specifications
HBG1

= INDO code explained

— Stocked product code

@‘@“’@.G.‘.°.® e e

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
m Product Lamp / Power | Product Colour Product Product Voltage (V)
code (W) code temperature code code

Die cast aluminium ballast casing Highbay G1 HBG1 HALO:250W H250 3000K 3 Hook HOK 120-277
with powder coated finish.

HALO:300W H300 4000K 4 Rod Mounted RDM
High purity aluminium reflector. HALO-400W H400 5000K 5 Ambient ;Eecr;,perature

HALO:500W H500 6500K 6

-20°C/+40°C

Applications : IP Class

Stadiums, workshops, warehouses, airports,
railway stations, petrol stations, amusement 1P43
parks, exhibition halls and supermarkets.

Control Product Product Lens type Product Luminaire Product Weight (Kg)
code code yp code colour (RAL) code
10.4
Mains M Fixed F Acryllic AC N/A NOTA

Analogue (0-10V) A
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High / Low bay

INDO Products - High / Low Bay Specifications

Dimensions Photometry
Unit: mm == s
D14 o 5

75°

60°

N
/ \ $ 45° 450
/ AN
/ \ 500
/ \
\ / cd/kim n=70%
—C0-C180 ——C90-C270
D775
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High / Low bay
INDO Products - High / Low Bay Specifications

HBH1

INDO code explained
Stocked product code

@.@.G.Q.G.‘.°.® il

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
m Product Lamp / Power | Product Colour Product Product Voltage (V)
code (W) code temperature code code
Powder coated aluminium casing. Highbay H1  HBH1 QUDOAOOW o0 3000K 3 L Bracket: Up Lighting LBU 120-277
Highly polished aluminium plate 254mm 4000K 4 L Bracket: Down Lighting LBD
reflector. Ambient Temperature
QUDO:400W L 5000K 5 Rod Mounted RDM (°C)
258mm 6500K 6
-20°C/+40°C
Applications : IP Class
Warehouses, supermarkets, retail P43
showrooms, exhibition halls and factories.
Product Product Product Luminaire Product
Mains M Fixed F No Lens NL N/A NOTA Q4LL 8.0
Q4LM 10.6
Lamp Options
»54 /| 58
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High / Low bay

INDO Products - High / Low Bay Specifications

Dimensions Photometry
[N 90 90
e}
i
I T 60 60°
° lv] I lv] ° 45 160 45
H 0
— LN
(a2}
° Q Q °
ﬂm _ = n=65%
Q4LM : 1204 C0 - C180 €90 - C270
Q4LL : 1054
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High / Low bay

INDO Products - High / Low Bay Specifications

HBI1

INDO code explained
Stocked product code

@‘@.6.@.0.‘.°.® e

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
) Product Lamp / Power | Product Colour Product Product
Features : Voltage (V
_ m temperature m

Strong die cast aluminium housing with

i . 120-277
powder coating offering excellent corrosion lgiisEy i HEL WALS 0N Y S = liSoR
resistance HALO:120W H120 4000K 4 Rod Mounted RDM

Ambient Temperature

Swival clip waterproof design. Quick HALO:150W H150 5000K 5 (°C)
connection and dlsconnecthn of gear and HALO:200W H200 6500K 6
lamp compartment for easy installation and -20°C / +40 °C
maintenance
Split wiring box for wiring assembly without IP Class
opening the ballast compartment
Supplied with safety chain IP65

Control Product Product s (e Product Luminaire Product
code code yP code colour (RAL) code
Applications : Mains Fixed Flat Glass NOTA

Sports stadium, workshop, warehouse, airport, Analogue (0-10V) A
port station, entertainment field, exhibition hall,
supermarket and other public area.

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




High / Low bay

INDO Products - High / Low Bay Specifications

Dimensions Photometry

Unit: mm
105° 105°

90°

75°

60°

45° 45°

NP f 1 0° 15 30°

cd/kim
——C0-C180 ——C90 - C270
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Hazardous
[

HZ04

INDO code explained
Stocked product code

00000000 =z

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Product Colour Product Product
Volt \'"}
m code ST ) code temperature code code
Atex Zone 2 rated: Ex Il 3 GD
Hazardous 04  HZ04 QUDO:35W ¢38mm  QC35 3000K 3 Surface Mount: SMD 120-277

Powder coated die cast aluminium case QUDO-40W #38mm QL4c 4000K 4 Down Lighting
Toughed glass or polycarbonate lens .

QUDO:55W g42mm Q055 5000K 5 Ambient Temperature

QUDO:70W g54mm Q070 6500K 6 (°C)

QUDO:80W @54mm Q080

QUDO:100W @g54mm Q100
Applications :

QUDO:150W g54mm Q150
Car parks, petrol stations, schools, IP Class
shopping centres.

-20°C/+40°C

Control Product Product e (e Product Luminaire Product P65
code code yP code colour (RAL) code
Mains M Fixed F Curved RAL7038 Agate Grey 7038 L Weight
Polycarbonat cP ens (Kg)
Analogue (0-10V) A lyferlioel
Curved Glass CG CP 6.4
CG 7.5

m% Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




INDO Products - Harzardous Specifications

Hazardous

Dimensions

Unit: mm

Glass Lens:

121

190

Polycarbonate Lens:

Photometry

121
12

coocoo ccclese cocooo

40W~150W

45°

Telephone: +44 (0)20 3051 1687

30°

105°

90°

60°

45°

45 0° 15° 30°

Email: info@indolighting.com

cd/kim
——C0-C180 —C90-C270
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INDO Products - Harzardous Specifications

HZ06

Powder coated die cast aluminium case.

Heat resistant polycarbonate lens.

Applications :

Freezers, car parks, petrol stations,
schools, shopping centres.

Hazardous

INDO code explained
Stocked product code

©0000000 m===mm

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.

Product codes — please choose your specifications Product specifications

Product Lamp / Power | Product Colour Product Product Voltage (V)
code (W) code temperature code code

Hazardous 06 HZ06 SUDO:85W S085 3000K 3 Surface Mount: 120-277
4000K 4 Down Lighting
ZUIK z Ambient Temperature
6500K 6 (°C)
-40°C/0°C
Control Product Product Lens type Product Luminaire Product
code code yp code colour (RAL) code
IP Class
Mains Fixed Curved RAL9016 White 9016
Polycarbonate 1P43
Wattage m
< XXXX
> XXXX

Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Hazardous

INDO Products - Harzardous Specifications

Dimensions

Unit: mm
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Hazardous

HZ07

INDO code explained

Stocked product code

HZ07 « H080 5+ SMD *M «F - CG * 7038

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
=7 Product codes — please ch ificati ificati
roduct codes — p/iease cnoose your specirications Product specifications
Product Lamp / Power | Product Colour Product Product Voltage (V)
code (W) code temperature code code
Die cast aluminium housing with powder Hazardous 07 HZ07 HALO:40W H040 3000K 3 SurEEs Mk SMb 120-277
ted for corrosion resistance. Rt
coated for corrosion resistance HALO:55W HO55 4000K 4 Down Lighting
Lamp compartment fastened by eyelet bolt for Ambient Temperature
easy maintenance. HALO:70W HO070 5000K 5 (°Cc)
i i HALO:80W H080 6500K 6
Prismatic tempered glass lens. 20 °C / +40 °C
Product Product Product Luminaire Product IP Class
pplications :
Sontel code code LT code colour (RAL) code
. IP65
Power generator station, steel work, ) )
water treatment plant and building. Mains M Fixed F Curved Glass CG RAL7038 Agate Grey 7038

Analogue (0-10V) A

Weight (Kg)

6.8

Cable Specification

®10 - ®14mm

D}:% Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Hazardous

INDO Products - Harzardous Specifications

Dimensions Photometry

Unit: mm 135° 150° 165° 180° 165° 150° 135°

100
80

60

\
105° 1050
90° 90°

i

g

L1 |mZ2

i\ Vi
60¢ 60¢

2362
45° 30° 15° 0° 15° 30° 45°
cd/kim n=57%
=—(C0-C180 =——C90-C270
D}:% Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




| |
Interior

INO1

L INDO code explained

Stocked product code

@‘@‘0’@‘6.‘.°.® 55.4.REC.M.F.NL.NOTA
Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
m Product Lamp / Power | Product Colour Product Product Voltage (V)
code (W) code temperature code code

Steel housing with powder coated finish for

. . Interior 01 INO1 SUDO:12W S012 3000K 3 Recessed 120-277
corrosion resistance and durable use.
Hydroformed aluminium reflector for good SUDO:15W S015 4000K 4
lighting distribution and anti-glare. SUDO:18W S018 5000K 5 Ambient Temperature
Spring steel fastening design for convenient SUDO: 20W S020 6500K 6 (°C)
installation and maintenance.

SUDO: 23W S023 0°C/+40°C

SUDO: 35W S035
Applications : .
SUDO: 55W S055 Wattage Weight
Hotel, shopping mall, supermarket, museum, SUDO: 85W S085 w) (Ka)

airport, station, office.

<15 0.87
18-23 0.98
Product Product Product Luminaire Product 35 Lai
Control Lens type
code code code colour (RAL) code 55 1.92
Mains Fixed No Lens NOTA 85 212

Analogue (0-10V) A

D}:% Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Interior

INDO Products - Interior Specifications

Dimensions Photometry
Unit: mm 0 w05
\ 75 75°
\
A\
I \\\ 60° 60°
200
45° n 450
o |
D1 |
D 400
L
30° 15" L e 30°
cd/kim n=78%
———(0-C180 =—(C90-C270
12w
193 153 110 269 175
15W
18W
243 203 123 293 225
23W
35w
378
55W 295 254 163 270
85W 403
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Interior

INDO Products - Interior Specifications

INO2

Steel housing with powder coated finish for
enhanced corrosion resistance and durability

Hydroformed aluminium reflector for good light
distribution

Applications :

Hotel, shopping mall, exhibition
hall, supermarket, museum.

INDO code explained

Model

Stocked product code

INO2 » S055+4 « SMD M« F « NL - 9017

This product code is held in stock and has,
on average, a shorter lead time.

Lamp / Colour Control

Power (W) Temperature

Mounting Luminaire

colour

Dimming Lens Type

Product codes — please choose your specifications Product specifications

Product Lamp / Power | Product Colour Product Product Voltage (V)
code (W) code temperature code code
Interior 02 IN02 SUDO:12W S012 3000K 3 S e SMb 120-277
SUDO:15W S015 4000K 4 Down Lighting
Ambient Temperature
SUDO:18W S018 5000K 5 Rod Mounted RDM (°C)
SUDO: 20W S020 6500K 6
0°C/+40°C
SUDO: 23W S023
SUDO: 35W S035 Wattage Weight
i (W) (Kg)
SUDO: 55W S055
<35 1.6
85 2.42
55 25
Control Product Product Lens type Product Luminaire Product
code code Y code colour (RAL) code
Mains M Fixed B No Lens NL RAL9017 Traffic Black 9017

Analogue (0-10V) A

Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com
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Interior

INDO Products - Interior Specifications

Dimensions Photometry
Unit: mm - pre=
ds{ 90 90!
\ \XX \ 75 75
60 80 60°
H 120
45° 45°
200
30° 15° 0° 15° 30°
D1 cd/kim n=57%
=——(C0-C180 =—C90-C270
D
m
12W
195 153 187
23W
35w
230 188 232
55W
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Interior

INDO Products - Interior Specifications

INCP

INDO code explained
Stocked product code

@. @‘0’@‘6.‘.°.® el Nl
Model Lamp / Colour Dimensions  Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.

Product codes — please choose your specifications Product specifications
Product Colour Product Lamp / Power | Product . . Product
m temperature W) code Dimensions (mm) v Voltage (V)
m INCP INO3 3000K 3 30 x 30cm Area 30X 85-265
22 22w

Uniform light output. 4000K 4 60 x 30cm Area 6X3
No dark zone, no black/white spot. 5000K 5 42 42w 60 x 60cm Area 60X Ambient Temperature
Low decay with 0.5% in 10,000H 6500K 6 R R A 62x (°C)
Excellent thermal management using 60 60W
SAMSUNG LEDs 120 x 30cm Area 123 0°C/+40°C
High efficiency MEANWELL driver >86% 83 83w 120 x 60cm Area 126
High heat dissipation factor >1.5 These powers come in specific sizes — please read across the table above. P Class

P44

Applications :

Hotel, shopping mall, exhibition
hall, supermarket, museum.

Control Product Product Lens type Product Luminaire Product
code code yp code colour (RAL) code
M F NL

Mains Fixed No Lens N/A NOTA
Analogue (0-10V) A

D}:% Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




| |
Interior

Dimensions Photometry
e =
22 300 x 300 68 60
22 600 x 300 68 60 " 3
42 600 x 600 80 96 600 600
60 600 x 600 80 108
42 620 x 620 80 9 X 4
56 620 x 620 80 108
42 1200 x 300 72 96
83 1200 x 600 70 192 T
it 1sh . Yoo 9
ﬁn&)_aw 0070 n=100%
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INDO Products - Facilities Specifications

Facilities

Powder coated die cast aluminium casing.

Anodized aluminium reflector and
prismatic glass lens.

IP54 rated.

Applications :

Parks, shopping centres, outlets, plazas,
city halls, historic areas.

INDO code explained

@‘@‘0.@.6.‘.6.@ FCA4.Q100.5.SMD.M.F.PG.9017

Stocked product code

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Lamp / Power J Product Colour Product Product
code (w) code temperature code code Voltage (V)
Facilities Bulk ] 3000K 3 . "
Hong 4 FCA4 QUDO:40W QL4c Surface Mount: ST 120-277
238mm 4000K 4 Down Lighting
QUDO:55W Q055 5000K 5 Ambient
Temperature
QUDO:70W Q070 6500K 6 (°C)
QUDO:80W Q080 -20°C/ +40°C
QUDO:100W Q100
IP Class
Product Product Product Luminaire Product
e code code Lens type code colour (RAL) code IP54
Mains M Fixed F Prismatic Glass PG RAL9017 Traffic Black 9017
NEMA N Analogue (0-10V) A
Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Facilities

INDO Products - Facilities Specifications

Dimensions Photometry

Unit: mm 1350 150° 165° 180° 165° 150° 135°
200
160
460 120° 120°
120
fal 80
] > 105° 105
%0 90
o
(3]
N
75 75°
= > ’ .
45° 30° 15° 0° 15° 30° 45°
335 cd/kii n=61%
i -
330 , ——C0-C180 ——C90 - €270 °
H | * A®1' *
] —,—o/l/ ®
N
<
-
AL
| =i
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Facilities

INDO Products - Facilities Specifications

FCA5

INDO code explained
Stocked product code

@‘@‘0.@.6.‘.6.@ FCAS.Q100.5.SMD.M.F.FG.9017

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
m Product Lamp / Power J Product Colour Product Product
code (w) code temperature code code Voltage (V)
Die cast. a.Iuminum hou;ing wi.th powder Facilities Bulk FCA5 QUDO:40W Lac 3000K 3 Surface Mount: — 120-277
coated finish for corrosion resistance. Head 5 238mm Q 4000K 4 Down Lighting
Anodized aluminum reflector and QUDO:55W Qo055 5000K 5 Ambient
tempered glass lens. : Temperature
0,
Gas tight silicone rubber sealing. QUDO:70W Q070 6500K 6 (°C)
QUDO:80W Q080 -20°C/+40°C
QUDO:100W Q100
IP Class
Applications :
Control Product Product Lens tvoe Product Luminaire Product IP54
Park, shopping mall, outlet, plaza, code code yP code colour (RAL) code
city hall, historical area. .
Y Mains M Fixed F Flat Glass FG RAL9017 Traffic Black 9017 Package size (LxWxH)

mm

NEMA N Analogue (0-10V) A
520 x 280 x 495

Net weight (Kg)

8.5
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Facilities

INDO Products - Facilities Specifications

Dimensions Photometry
Unit: inches (mm) = e
T T 90° 90°
5 >
75° 750
o
&
60° 80 60°
=
] 120
460 e pr
|
200
30° 5 0° 19 30°
cd/kim n=56%
=—(C0-C180 =——C90-C270
S
I
438 76
443
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Facilities

INDO Products - Facilities Specifications

FCA6

INDO code explained
Stocked product code

©0000000

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
m Product Lamp / Power J Product Colour Product Product
code (w) code temperature code code Voltage (V)
Powder coated aluminium alloy housing Facilities Bulk FCA6 QUDO:40W BT 3000K 3 Surface Mount: ST 120-277
Heat resistant polycarbonate lens Head 6 238mm 4000K 4 Down Lighting
Anodized or vacuum coated aluminium QUDO:55W Qo055 5000K 5 Ambient
reflector ' Temperature
6500K 6 (°C)
-20°C/ +40°C
Applications :
IP Class
Car parks, plazas, shopping S S Product o i
centres, tennis courts. roduc roduc roduc uminaire roduc
e code code Lens type code colour (RAL) code IP54
Mains M Fixed F Prismatic PP RAL9017 Traffic Black 9017
NEMA N Analogue (0-10V) A Polycarbonate

D}:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Facilities

INDO Products - Facilities Specifications

Dimensions Photometry

Unit: mm 135° 150° 165° 180° 165° 150° 135°
140
120
17 120 i 120°
2 @_ /— ] 80
vgj\ 60
D W (] 105 4 105
90° 90°
|
—|N
on| N
75° 750
© @ 60° 60°
|74 L —
230 230 45° 30° 15° 0° 150 30° 450
315 cd/kim n=54%
———(C0-C180 —C90-C270
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Facilities

INDO Products - Facilities Specifications

FCCP

INDO code explained
Stocked product code

©0000000

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
m Product Lamp / Power J Product Colour Product Product
code (w) code temperature code code Voltage (V)
Powder coated die cast aluminium case. Facilties Multi  coop HALO:40W Ho4o 3000K 3 Surface Mount: SMD 120-277
Heat resistant polycarbonate lens. Storey Car Park HALO:70W HO70 4000K 4 Down Lighting
HALO:80W H080 5000K 5 Rod Mounted RDM Ambient
Temperature
HALO:100W H100 6500K 6 (°C)
-20°C/ +40°C
Applications :
IP Class

Car parks, plazas, shopping Product Product Product Luminai Product
centres, tennis courts. roduc roduc roduc uminaire roduc
Control TR . Lens type . colour (RAL) R P43
M

Mains Fixed F Prismatic RAL9017 Traffic Black 9017

PP
Analogue (0-10V) A Polycarbonate

D}:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Facilities

INDO Products - Facilities Specifications

- L]
Dimensions Photometry
U n it fmm 135° 150° 165° 180° 165° 150° 135°
120
100
120° 80 120°
w— 60
&
hd 105° 40 105°
[Fg) g 90 90
&
75 75°
190 o0 o
45° 30° 152 0° 158 30° 45°
cd/kim n=67%
——C0-C180 —C90 - C270
PN
Y
] T E

190

Recommended position and diameter of mounting holes are shown above.
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Facilities

INDO Products - Facilities Specifications

FCSB

INDO code explained
Stocked product code

@.@.‘.@.6.‘.6.@ FCSB.HaoO.s.SMD.M.F.CG.9017

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
m Product Lamp / Power J Product Colour Product Product
code (w) code temperature code code Voltage (V)
Powder coated aluminium alloy housing. .
Facilities Exterior HALO:70W Ho70 3000K 3 Surface Mount: 120-277
Clear tempered glass lens or heat Bt P FCSB O o0 T 4 Down Lighting SMD
resistant polycarbonate lens. : Ambient
. mbien
Anodized or vacuum coated aluminium HALO:100W H100 5000K S Temperature
reflector. HALO:120W H120 6500K 6 (9]
HALO:150W H150 -20°C/ +40°C
HALO:200W H200
Applications :
HALO:250W H250
IP Class
Car parks, plazas, shopping HALO:300W H300

centres, tennis courts. P54

Product Product Product Luminaire Product
Gt code code Lens type code colour (RAL) code
Mains M Fixed F RAL9017 Traffic Black 9017
Flat FP
NEMA N Analogue (0-10V) A Polycarbonate
Curved Glass CG

m:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Facilities

INDO Products - Facilities Specifications

Dimensions Photometry
Unit: mm 105° 105°
) 90° 90°
! |
l < l 75¢ 75¢
i \_i 60° 80 600
foa) +——————_——_— e - — - —=
! . 120 .
! 160
|
C
D 30° o™ 0° 15" 30°
cd/kim n= 66%

C0-C180 =—C90 - C270

2" TR R B
548 551 795

70W - 200W 225
250W - 300W 285 578 581 825
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Flood

INDO Products - Flood Specifications

FLO1

Powder coated, die cast aluminium
housing

Anodized aluminium reflector
Clear tempered glass lens
Fully sealed IP65 rated luminaire

Applications :

Signage, buildings, parks, swimming pool,
tennis courts, sports facilities, shopping
centres, car parks.

INDO code explained

Model Lamp / Colour Mounting Control Dimming Lens Type  Luminaire
Power (W) Temperature colour

Stocked product code

FL01°Q100+5SMD*M=+F «FG*9017

This product code is held in stock and has,
on average, a shorter lead time.

Product codes — please choose your specifications Product specifications

Product Lamp / Power J Product Colour Product Product

code (W) code temperature code code Voltage (V)
Flood 01 FLO1 c 3000K 3 0 "
QUDO:40W QL4S Surface _Mot_mt. SMD 120-277
242mm 4000K 4 Down Lighting
. Ambient
QUDO:70W Qo070 5000K 5 .
Surfac_e M_ount. SMU Temperature
QUDO:80W Q080 6500K 6 Up Lighting (°c)
QUDO:100W Q100 -20°C/+40°C
Product Product Product Luminaire Product
S code code Lens type code colour (RAL) code IP Class
Mains M Fixed F Flat Glass FG RAL9017 Traffic Black 9017 P65

Analogue (0-10V) A
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Flood

INDO Products - Flood Specifications

Dimensions Photometry

Unit: mm

105° 105°

90°

414 145 .
= | _ Y 75 750
60° 60°
<+
2 % ”
45° 45°
Mounted on horizontal surface
o
N (& .
2 240
)]
O 30° g 0 157 30°
cd/kim n = 56%
=—C0-C180 =—C90 - C270
' 4 Mounted on vertical surface
100 _[\_@13
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INDO Products - Flood Specifications

FLO2

INDO code explained
Stocked product code

@‘@“’@‘6.‘.6.@ FLOZ.Q150.5.PTD.M.F.FG.9017

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
m Product Lamp / Power J Product Colour Product Product
code (W) code temperature code code Voltage (V)
Die cast aluminum housing with powder Flood 02 FL02 QUDO:120W Q120 3000K 3 Surface Mount: — 120-277
coated finish for corrosion resistance QUDO:150W Q150 4000K 4 Down Lighting
Anodized aluminum reflector and clear Ambient
. 5000K 5 .
tempered glass lens for good light QUQ%OBﬁ&OW Q2LL Slbrstiegm%l;nt' SMU Temperature
(]
distribution 0 g (°C)
Gas tight silicone rubber sealing Post Top: PTU -20°C/+40°C
Up Lightin
Separated ballast for improved thermal = Eging
performance and increased product life Post Top: PTD IP Class
Down Lighting
IP65

Applications : inai
Control Product Product Product Luminaire Product

Lens type

code code code colour (RAL) code
Signage, buildings, parks, swimming pool, . ) )
tennis courts, sports facilities, shopping Mains M Fixed F Flat Glass FG RAL9017 Traffic Black 9017
centres, car parks. Analogue (0-10V) A
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INDO Products - Flood Specifications

Dimensions
Unit: mm
585 195
B
5
200 P12

Photometry

N 7

105°

105°

90°

100
60°

150

45° 200 45
300
30° Lo 0° 15% 30°
cd/kim n=67%

C0-C180 =—(C90 - C270

INDO,

Mounted on vertical surface

N

Mounted on horizontal surface

178

106

228

Flood

|

152

[OF:]

Telephone: +44 (0)20 3051 1687

Email: info@indolighting.com

62

91

Ballast with die cast casing
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Flood

INDO Products - Flood Specifications

FLO3

INDO code explained

Stocked product code

FLO3+Q25L*5PTD*M+F « FG » 9017

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Lamp / Power J Product Colour Product Product
code (W) code temperature code code Voltage (V)
. . o Ao Ll FLO3 QUDOAOW ) 4o 3000K 3 U Bracket: UBU 120-277
I?lg cast aluminum housmg with powder coated @42mm 4000K 4 Up Lighting
finish for enhanced corrosion resistance JR—
. mbien
Anodized aluminum reflector and clear QUDO:70W Qo070 5000K 5 U Bracket: UBD Temperature
tempered glass lens QUDO:80W Q080 6500K 6 Down Lighting )
Temperature resistant gaskets QUDO:100W Q100 o T 20 °C / +40 °C
Seperately lamp and ballast compartments for QUDO:120W Q120 Up Lighting PTU
improved thermal performance UDO-150W 150
Q Bl Q Post Top PTD IP Class
QUDO:200W QL Down Lighting
258mm P65
Applications : QUDO:250W Q2sL
258mm
Signage, buildings, parks, swimming pool,
tennis courts, sports facilities, shopping c | Product Product Product Luminaire Product
centres, car parks. il code code Lens type code colour (RAL) code
Mains M Fixed F Flat Glass FG RAL9017 Traffic Black 9017

Analogue (0-10V) A

INDO,

Telephone: +44 (0)20 3051 1687
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Flood

INDO Products - Flood Specifications

Dimensions Photometry

Unit: mm

105° 105°

90° R %0°

750 750
L
418 417 173

120W - 300W 605 605 260 T

45° 45°

Wattage

40W - 100W

160

200

30° bl 0° 15> 30°

cd/kim n=60%
——(C0-C180 =———C90-C270
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INDO Products - Tunnel Specifications

Tunnel

TLEX

INDO code explained

Power (W) Temperature

Model Lamp / Colour Mounting Control

Dimming

@‘@‘0’@‘6.‘.6.@ TLEX.QZLM.S.UBD.M.F.FG.9016

Lens Type

Stocked product code

Luminaire This product code is held in stock and has,
colour on average, a shorter lead time.

Product codes — please choose your specifications

m Product Lamp / Power
code (W)

IP65 rated, powder coated extruded Tunnel Internal QUDO:70W
aluminium alloy Ballast TLEX QUDO:80W
Anodised aluminium reflector and clear QUDO:100W
tempered glass lens -
Lamp/ballast access from the front of the QUDO:120W
luminaire QUDO:150W
Emergency Lighting: DC 24V for two hours QUDO:200W
dimmed to 25W in the event of power failure a54;nm

Applications :

Tunnels, motorways, car parks, amenity lighting, ool Product

off-street areas. code

Mains M Fixed

Analogue (0-10V)

Product
code

Q070
Q080
Q100
Q120
Q150

Q2LM

Product
code

F
A

Colour

temperature

3000K
4000K
5000K
6500K

Lens type

Flat Glass

DKX@ Telephone: +44 (0)20 3051 1687

Product

Product specifications

Product

code code Voltage (V)
3 o "
U Br_ack_et. UBU 120-277
4 Up Lighting
5 ) Ambient
u Bra_cke?. UBD Temperature
6 Down Lighting (°c)
. -20°C/+40°C
L Brgck_et. LBU
Up Lighting
L Bracket: IP Class
Down Lighting —
IP65
Product Luminaire Product
code colour (RAL) code
FG RAL9017 Traffic Black 9017
RAL9016 White 9016
Email: info@indolighting.com Website: www.indolighting.com




INDO Products - Tunnel Specifications

Dimensions

Unit: mm

t 3

j 295-315

165

Wattage -

L
70W - 100W 600
120W - 150W 680
200W 840

U Bracket Mounting dimensions

R6.5

/ P16

T E
N

280

1

Telephone: +44 (0)20 3051 1687

45°

105°

30°

105°

90°

45°

n* 0° 15* 30°

cd/kim
——C0 - C180

Email: info@indolighting.com

n=59%
— (90 - C270

Website: www.indolighting.com




Tunnel

INDO Products - Tunnel Specifications

TLS1

INDO code explained
Stocked product code

@‘@‘0’@‘6.‘.6.@ TLS1.Q4LM.5.UBD.M.F.FG.9016

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Lamp / Power J Product Colour Product Product
code (W) code temperature code code Voltage (V)
m Tunnel External TLS1 QUDO:70W Q070 3000K 3 U Bracket: UBU 120-277
Ballast UDO:80W 080 Up Lighting
IP65 rated, powder coated extruded Q Q 4000K 4 JE——
o QUDO:100W Q100 5000K 5 : mbien

aluminium alloy U Bra.ckeF. UBD REETE

Anodised aluminium reflector and clear QUDO:120W Q120 6500K 6 Down Lighting (°C)

tempered glass lens QUDO:150W Q150 L Bracket: -20°C/+40°C

Lamp access from the front of the luminaire Up Lighting LBU

uUDO:200W
IP65 sealed ballast mounted externally for & o Q2LM

enhanced thermal performance L Bracket: IP Class
- LBD
Down Lighting

QUDO:250W
QUDO:300W
Applications : 254mm et
Tunnels, motorways, car parks, amenity lighting, QUDO:400W Q4LM
off-street areas. 254mm
Control Product Product Lens type Product Luminaire Product
code code yp code colour (RAL) code
Mains M Fixed F Flat Glass FG RAL9017 Traffic Black 9017
Analogue 0-10V A RAL9016 White 9016

D}:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




INDO Products - Tunnel Specifications

Dimensions

Unit: mm

gL

165

295~315

JE—

306

165

U Bracket Dimensions:

70W~200W

30!

250W~400W

110

R6.5

110

100W
150W
200w
250w
300W
400W

IN

DO

470
550
710
835
960
1220

370

320
320
420
500
500
500

L Bracket Dimensions:

B 4-913

170

Dimension B is adjustable

Telephone: +44 (0)20 3051 1687

370

Email: info@indolighting.com

105° 105°

120

200

240

30° s 0° 15° 30°

cd/kim
——C0-C180 —C90-C270
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Tunnel

INDO Products - Tunnel Specifications

TLCM

INDO code explained
Stocked product code

@‘@‘0’@‘6.‘.6.@ TLCM.QZSL.S.UBD.M.F.FG.9016

Model Lamp / Colour Mounting Control Dimming  Lens Type  Luminaire This product code is held in stock and has,
Power (W) Temperature colour on average, a shorter lead time.
Product codes — please choose your specifications Product specifications
Product Lamp / Power J Product Colour Product Product
code (W) code temperature code code Voltage (V)
Features : | . 3000K 3 | :
Tunnel External TLCM QUDO:250W Q25L u Br'ack.et. UBU 120-277
Compact 258mm 4000K 4 Up Lighting

IP65.ra}ted, powder coated extruded _ — B . Ambient
aluminium alloy QUDSOSﬁ?nOW Q3LL D;J ?\T_Ckft?h UBD Temperature
Anodised aluminium reflector and clear e 6500K 6 wh Highting (°C)
tempered glass lens QUDO:400W L Bracket: -20°C/+40°C
Lamp access from the front of the luminaire 258mm LA Up Lighting =

IP65 sealed ballast mounted externally for

enhanced thermal performance L Bracket: LBD IP Class
Down Lighting
IP65
Applications : Control Product Product Lens tybe Product Luminaire Product
code code yP code colour (RAL) code
Tunnels, motorways, car parks, amenity lighting,
off-street areas. Mains M Fixed F Flat Glass FG RAL9017 Traffic Black 9017
Analogue 0-10V A RAL9016 White 9016

D}:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com




Tunnel

INDO Products - Tunnel Specifications

Dimensions Photometry
Unit: mm
105° 105°
90 90"
B
i 2 ool f g . b I
B T ul') % 120
gl R 9
A 370 A 370
240
U Bracket Dimensions: L Bracket Dimensions: -0 —cs0-cam e
B -
400 4-@13
180
R65 o
2 o S
:'—L =
P16/
Dimension B is adjustable
Wattage A B
250W 760 500
300W 860 600
400W 1060 600
D}:m Telephone: +44 (0)20 3051 1687 Email: info@indolighting.com Website: www.indolighting.com






