
38 W / 47 W / 56 W

• High system efficacy up to 107 lm/W, short payback
• Slim edge design for distinctive urban landscape
• Tool-less latch open for easy installation, maintenance and upgrade
• Product reliability with IP66, IK08 and surge protection with 10 kV
• Convenient ±5° tilting structure
• Long lifetime with high lumen maintenance
• NEMA Receptacle, Wireless control optional
• 3G vibration rating

LED Streetlight
NEW

Adjustable tilting angle

Compatible with various arm sizes

Convenient outer tightening

Tool-less entry

Modular design

+5˚ -5˚

Driver Housing & Heat sinkModule Lens

Product details

Features

Long-lasting protection with rugged finish

IP66 rating

Tempered glass



LG LED Streetlight provides optimized light according to the road conditions through different combinations of the lenses.

* FTE (Fitted Target Efficacy): Quantifies how effectively a rectangular-shaped target is lit, calculated as a percentage

For continual product development, LG reserves the right to change specifications or designs without notice.
Copyright © 2015 LG Electronics. All rights reserved.

* FTE target index 74%

Polar intensity diagram (typeⅡ)

FTE target index 82%

Polar intensity diagram (New typeⅡ)

Dark space

Dimension

Specifications & ordering information 

Application

Homogeneous lighting environment
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Photometrics
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300cd / 1,000lm cd / 1,000lm cd / 1,000lm

Urban road Residental street Parking lot

Model code


