
 

 

 

 

 

The results of tests and checks reported in this Test Report refer exclusively to the samples tested and described in the Report itself. 
This Report shall not be reproduced partially without the written approval of IMQ S.p.A.. 

The authenticity of this Test Report and its contents can be verified by contacting IMQ S.p.A., responsible for this Test Report. 

 

   

 
TEST REPORT  

No. AI15S0569875-01 
 

MEASURE OF THE CIRCUIT WATTS AND VOLT-AMPERE 

performed in accordance with 

Question 3 of the guidance “UMS Charge Code Form Appendix for Lamps” version 4.0 issued by 
Elexon  

 
PRODUCT Luminaires 

MODEL(s) TESTED See MODEL (basic) at page 4 

TRADE MARK(s) 
fivep lite 

cariboni lite (only for LEVANTE SMALL STRADALE) 

  

APPLICANT 
FIVEP SPA  
VIA G. A PRATO 22 
38068 ROVERETO TN 

 
 
 
 
 
 
 
 
 
 

Tested by Renato Galbusieri [Laboratory Technician]  

Approved by Matteo Raimondi [Laboratory Manager]  

 
Revision Sheet 

Release No. Date Revision Description 

Rev. 0 2016-01-18 First edition 
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GENERAL DATA 

 

SAMPLE  

Samples received on // Item(s) sampled and sent by applicant 

IMQ reference samples BEM  Not required 

Samples tested No. 5 Samples per model 

Object under analysis recognition Not carried out 

 
Except where stated, characteristics of products were taken from client 
description and were not verified by the laboratory 

 

TESTING LOCATION 

Testing dates 2015/11/24, 2015/12/02, 2015/12/22 

Testing laboratory. IMQ S.p.A. -  Via Quintiliano, 43 – I-20138 Milano 

Testing site FIVEP S.p.A. –  Via della Tecnica,19 – 23875 OSNAGO (LC) 

 

ENVIRONMENTAL CONDITION 

Parameter Measured 

Ambient Temperature 20  25 C 

Relative Humidity Not measured 

Atmospheric Pressure Not measured 
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REFERENCE DOCUMENT 
 

DOCUMENT DATE TITLE 

 ELEXON Guidance 26 March 2014 UMS Charge Code Form Appendix for Lamps (ver.4.0) 

 
 
 

SUMMARY OF CONTENTS 
 

Attachment # Description Page 

Annex 1 UMS Charge Code Form Appendix for Lamps 4 

Annex 2 Power meter - Calibration report 4 

---   

   

   

   

   

   

   

 
 
Note: 
Attachments may include Schematics, Components information, Component test Reports, Particular Standard 
test Reports, Standard test Reports, Information from accompanying documents and similar. 
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EQUIPMENT UNDER TEST (EUT) DETAILS 
 

 

MODEL (basic) Description 

KAI SMALL LT-M 

 

 

 

KAI MEDIUM LT-L 

 

KAI MEDIUM LT-M 

 

 

LEVANTE-SMALL 
STRADALE  

 

KALOS-VP-TP-LT-M 

12 LEDs 

16 LEDs 

28 LEDs 

 

54 LEDs 

 

44 LEDs 

72 LEDs 

 

10 LEDs 

 
 

20 LEDs 

30 LEDs 

VARIANTS (derived) Description 

-- -- 

 

MANUFACTURER 
FIVEP S.p.A. –  Via della Tecnica,19 – 23875 OSNAGO (LC) 

FIVEP S.p.A.  – Via G. A Prato, 22 - 38068 Rovereto (TN) 

ASSEMBLY PLANT(s)  - 

 

GENERAL PRODUCT INFORMATION: 

-- 

 

 

 

 

 

 

 

 

 

 

 

 
 

COPY OF MARKING PLATE: 
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The artwork below may be only a draft. The use of certification marks on a product must be authorized by the 
respective NCBs that own these marks. 
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SUMMARY OF TEST 
 

POSSIBLE TEST CASE VERDICTS: 

Test object does meet the requirement P(ass) 

Test object does not meet the requirement F(ail) 

Test case does not apply to the test object N.A. 

Test object has not been checked N.C. 

 

TEST PERFORMED CLAUSE ITEM NUMBER 

-- -- -- 

   

   

   

 
 

GENERAL REMARKS: 

Tests and check results, written here, refers only to tested object that are described in this report. 

Only full reproductions of this Test Report are allowed without written authorization of IMQ. 

 

Throughout this report a point (coma) is used as the decimal separator. 

 

Unless otherwise stated the uncertainties for the tests and measurements are evaluated in according to IMQ 
Operational Instruction IO-LAB-001 and IO-LAB-004. 
The uncertainties evaluation has been carried out in accordance with IEC Guide 115 “Application of 
Uncertainty of measurement’s to Conformity Assessment Activity in the Electrotechnical  Sector” and IECEE 
CTL decision sheet DSH 251x. 
 
Internal Procedure PI-037 ensure that the requirements for traceability of calibrations, of all test equipment 
requiring calibration,  and calibration intervals are met. 
 
The ability or reliability of this product to perform its intended function in a particular application has not been 
investigated. 
Unless otherwise specified, warnings, installation instruction and/or user manual provided with the sample 
have been checked in Italian or English version only.  
IMQ declines any responsibility derived from missing or wrong information provided aside by the applicant. 
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REQUIREMENTS AND TESTS 
 

KAI SMALL LT-M (12 LEDs – 25 W) 

Voltage  Sample 1 Sample 2 Sample 3 Sample 4 Sample 5 

210 V 
Watts 29.70 30.31 29.75 29.93 29.47 

VA 30.80 31.58 30.76 31.03 30.81 

220 V 
Watts 29.84 30.22 29.65 29.83 29.35 

VA 31.08 31.66 30.86 31.10 30.84 

230 V 
Watts 29.90 30.25 29.63 29.79 29.38 

VA 31.33 31.88 31.01 31.25 31.05 

240 V 
Watts 29.90 30.15 29.59 29.77 29.33 

VA 31.48 31.97 31.16 31.41 31.22 

250 V 
Watts 29.91 30.09 29.59 29.79 29.35 

VA 31.75 32.22 31.43 31.72 31.60 

 
 
 

KAI SMALL LT-M (16 LEDs – 34 W) 

Voltage  Sample 1 Sample 2 Sample 3 Sample 4 Sample 5 

210 V 
Watts 38.19 37.60 37.58 38.08 40.91 

VA 41.09 40.50 40.60 40.89 37.94 

220 V 
Watts 38.27 37.44 37.45 37.83 37.84 

VA 40.69 39.86 40.09 40.29 40.48 

230 V 
Watts 38.21 37.37 37.40 37.80 37.94 

VA 40.96 40.01 40.26 40.53 40.76 

240 V 
Watts 38.15 37.32 37.33 37.73 37.95 

VA 41.07 40.16 40.41 40.64 41.00 

250 V 
Watts 38.10 37.26 37.29 37.69 37.90 

VA 42.05 41.04 40.92 41.49 41.59 
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KAI SMALL LT-M (28 LEDs – 59 W) 

Voltage  Sample 1 Sample 2 Sample 3 Sample 4 Sample 5 

210 V 
Watts 64.76 62.60 64.57 66.58 65.36 

VA 67.16 65.03 66.86 68.88 67.54 

220 V 
Watts 65.12 62.44 64.33 66.58 65.52 

VA 67.38 64.64 66.59 68.85 67.73 

230 V 
Watts 65.02 62.33 64.21 66.32 65.28 

VA 67.41 64.59 66.52 68.80 67.57 

240 V 
Watts 64.78 62.26 64.08 68.57 64.96 

VA 67.38 64.70 66.57 66.07 67.41 

250 V 
Watts 64.73 62.33 64.04 66.30 64.99 

VA 67.55 65.02 66.74 69.07 67.77 

 
 
 

KAI MEDIUM LT-L (54 LEDs – 112 W) 

Voltage  Sample 1 Sample 2 Sample 3 Sample 4 Sample 5 

210 V 
Watts 123.18 124.00 125.00 122.24 122.08 

VA 124.81 125.77 126.70 124.16 123.77 

220 V 
Watts 121.50 123.18 123.96 121.28 121.05 

VA 123.26 125.06 125.85 123.35 122.84 

230 V 
Watts 121.02 122.79 123.71 120.90 120.87 

VA 122.97 124.73 125.67 122.94 122.76 

240 V 
Watts 120.67 122.46 123.57 120.75 120.57 

VA 122.84 124.58 125.71 122.97 122.69 

250 V 
Watts 120.54 122.16 123.10 120.30 120.40 

VA 122.98 124.54 125.58 122.79 122.85 
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KAI MEDIUM LT-M (44 LEDs – 91 W) 

Voltage  Sample 1 Sample 2 Sample 3 Sample 4 Sample 5 

210 V 
Watts 99.90 101.23 100.27 101.13 101.60 

VA 102.70 103.76 102.85 103.82 104.12 

220 V 
Watts 99.64 100.94 100.23 101.05 101.44 

VA 102.08 103.58 102.94 103.82 104.20 

230 V 
Watts 99.61 100.95 99.64 100.63 101.51 

VA 102.69 103.63 102.46 103.57 104.39 

240 V 
Watts 99.35 101.22 99.57 100.88 101.00 

VA 102.41 104.08 102.56 103.94 104.03 

250 V 
Watts 99.02 100.61 99.72 101.18 100.98 

VA 102.44 103.73 103.01 104.47 104.25 

 
 
 

KAI MEDIUM LT-M (72 LEDs – 148 W) 

Voltage  Sample 1 Sample 2 Sample 3 Sample 4 Sample 5 

210 V 
 

Watts 163.52 162.95 162.36 158,70 160,00 

VA 166.36 165.80 165.23 161,66 162,40 

220 V 
Watts 162.18 161.70 161.03 158,49 159,90 

VA 165.31 164.85 164.24 161,77 162,70 

230 V 
Watts 162.16 161.58 161.03 158,57 159,80 

VA 165.86 165.36 164.71 162,15 163,00 

240 V 
Watts 162.07 161.50 160.92 158,52 159,80 

VA 166.33 165.72 165.18 162,69 163,50 

250 V 
Watts 162.11 161.38 160.89 158,46 159,70 

VA 166.85 166.14 165.69 163,21 164,00 
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LEVANTE-SMALL STRADALE (10 LEDs – 21 W) 

Voltage  Sample 1 Sample 2 Sample 3 Sample 4 Sample 5 

210 V 
Watts 23.01 23.42 23.17 22.98 24.24 

VA 27.69 27.96 27.69 27.43 28.37 

220 V 
Watts 22.92 23.39 23.13 22.89 24.15 

VA 26.52 26.93 26.68 26.56 27.49 

230 V 
Watts 22.93 23.39 23.10 22.91 24.17 

VA 26.70 27.10 26.79 26.71 27.73 

240 V 
Watts 23.01 23.40 23.15 22.93 24.21 

VA 26.91 27.33 27.08 26.93 27.86 

250 V 
Watts 23.03 23.46 23.16 22.97 24.23 

VA 27.36 27.73 27.54 27.43 28.25 

 
 
 

KALOS-VP-TP-LT-M (20 LEDs – 42 W) 

Voltage  Sample 1 Sample 2 Sample 3 Sample 4 Sample 5 

210 V 
Watts 45.81 45.19 45.52 45.54 45.15 

VA 48.01 47.34 47.62 47.60 47.22 

220 V 
Watts 45.57 45.08 45.38 45.31 45.01 

VA 47.49 47.01 47.29 47.23 46.98 

230 V 
Watts 45.49 44.95 45.22 45.21 44.87 

VA 47.44 46.90 47.16 47.12 46.78 

240 V 
Watts 45.47 45.00 45.19 45.28 44.82 

VA 47.46 47.01 47.25 47.34 46.91 

250 V 
Watts 45.41 45.00 45.15 45.15 44.74 

VA 47.59 47.20 47.32 47.34 46.96 
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KALOS-VP-TP-LT-M (30 LEDs – 62 W) 

Voltage  Sample 1 Sample 2 Sample 3 Sample 4 Sample 5 

210 V 
Watts 66.03 67.23 66.19 67.89 66.58 

VA 68.34 70.68 68.43 70.14 68.53 

220 V 
Watts 65.42 66.24 65.70 69.48 65.96 

VA 67.55 68.77 67.83 67.37 67.92 

230 V 
Watts 65.07 65.78 65.50 67.11 65.43 

VA 67.29 68.21 67.68 69.24 67.56 

240 V 
Watts 64.65 65.39 65.19 66.78 65.03 

VA 66.99 67.87 67.51 69.11 67.30 

250 V 
Watts 64.23 64.95 64.83 65.01 64.54 

VA 66.80 67.58 67.38 67.61 67.06 
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COMPONENTS 
 

Object/part No. Manufacturer/ Trademark Type/Model Technical data 

For: KAI SMALL LT-M (12 LEDs – 25 W) 

Electronic control gear for 
LED module 

Gruppo Giordano 
StreetLED MF 
1x700mA 50V 

1x700 mA, 80 Vout max, 35 W 

LEDs CREE XP-G2 (XPGBWT) -- 

--    

 
For: KAI SMALL LT-M (16 LEDs – 34 W) 

Electronic control gear for 
LED module 

Gruppo Giordano 
StreetLED MF 
1x700mA 50V 

1x700 mA, 80 Vout max,  
35 W 

LEDs CREE XP-G2 (XPGBWT) -- 

--    

 
For: KAI SMALL LT-M (28 LEDs – 59 W) 

Electronic control gear for 
LED module 

Gruppo Giordano 
StreetLED MF 
1x700mA 86V 

1x700 mA, 120 Vout max,  
60 W 

LEDs CREE XP-G2 (XPGBWT) -- 

--    

 
For: KAI MEDIUM LT-L (54 LEDs – 112 W) 

Electronic control gear for 
LED module 

ALVIT ALSM16070/1-10-IP 
700 mA, 235 Vout max,  
160 W 

LEDs CREE XP-G2 (XPGBWT) -- 

--    

 
For: KAI MEDIUM LT-M (44 LEDs – 91 W) 

Electronic control gear for 
LED module 

Gruppo Giordano 
StreetLED MF 
1x700mA 135V 

1x700 mA, 200 Vout max,  
95 W 

LEDs CREE XP-G2 (XPGBWT) -- 

--    

 
For: KAI MEDIUM LT-M (72 LEDs – 148 W) 

Electronic control gear for 
LED module 

PHILIPS 
XITANIUM 150W  
.35- .70A GL Prog sXt 

350-700 mA, 296 Vout max,  
150 W 

LEDs CREE XP-G2 (XPGBWT) -- 

--    

 
For: LEVANTE-SMALL STRADALE (10 LEDs – 21 W) 

Electronic control gear for 
LED module 

Gruppo Giordano 
HiLED 45W LEV 
MERIDIANI 

350-700 mA, 80 Vout max,  
47.7 W 

LEDs CREE XP-G2 (XPGBWT) -- 

--    
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For: KALOS-VP-TP-LT-M (20 LEDs – 42 W) 

Electronic control gear for 
LED module 

Gruppo Giordano 
HiLED 45W LEV 
MERIDIANI 

350-700 mA, 80 Vout max,  
47.7 W 

LEDs CREE XP-G2 (XPGBWT) -- 

--    

 
For: KALOS-VP-TP-LT-M (30 LEDs – 62 W) 

Electronic control gear for 
LED module 

ALVIT ALSM6070/1-10-IP 
700 mA, 110 Vout max,  
63 W 

LEDs CREE XP-G2 (XPGBWT) -- 

--    

 
  



 
 

 

 

  

 

Test Report No. AI15S0569875-01 Date: 2016-01-18 Page 14 of 24 

 

MEASUREMENT EQUIPMENT AND INSTRUMENTATION 
 

Instrument Manufacturer Model IMQ Ref. 

Power meter YOKOGAWA WT 200 S03067 

--    
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PHOTOGRAPHS 

 

SET-UP 
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ANNEX 1 
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ANNEX 2 
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