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DATA SHEET

ULTRALUX 300 13 LED

COUGHTRIE

BRITISH LIGHTING BUILT TO LAST

Iluminance at a Distance

Zenter Beam LUK
350.5 LU

87.6 LUX

38.9 LUX

21.9 LUX

14.0 LUX

9.7 LUX

M Yert, Spread: 109,562
M Horiz, Spread; 107.5°

CONSTRUCTION

CASE EXTRUDED ALUMINIUM BASE

DIFFUSER CLEAR OR OPAL PRISMATIC UV STABALIZED POLYCARBONATE

GASKET SA770 LOW SMOKE LOW TOXICITY SILICONE ELASTOMER

GEAR TRAY FORMED ALUMINIUM

SA210E INTERPON D36 POLYESTER POWDER COATING (TEST REF
FINISH TSLO108)
LUMINAIRE CHARACTERISTICS
LEDs Mid-Power ‘ .
DRIVER Constant Current f =
WORKING TEMP | -25°C to 35°C ! = :
| =
2-D EQUIVALENT | 28W | =
RATED LUMENS | 1400Im | z
EFFECTIVE | = ,
LUMENS 1000Im | = E
CRI >80 o £
LIFETIME 50,000hrs
IP RATING IP65
IK RATING IK10
ELECTRICAL CHARACTERISTICS . .

POWER 12w ———— iy

VOLTAGE 26.7Vdc

CURRENT 350mA

INPUT

VOLTAGE 220 - 240Vac

Beam Width
28M  2TM |
5TM  55M
85M 8.2M
11.3M  11.0M |
14.2M  13.7M BP0V
17.0M  165M

U.300R

- Visor Guard U.300RC - Cowl

320

Recessed

U.300RG

Guard




