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INFINITY T8

High performance, retrofit LED lamps for replacement of traditional T8 fluorescent lamps

Features:

2ft upto 8ft lengths available
Lamp efficacy- 83-114 Im/W
Safe connection (single live end)

Construction:
T8 (G13) rotatable end cap
Clear and opal lens finishes

Integrated driver
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INFINITY T8

High performance, retrofit LED lamps for replacement of traditional T8 fluorescent lamps

Order Codes All dimensions are in millimetres

Order Code Nominal Size Lumens(Im) Total Power(W) Efficacy(Im/W)
LED10WC840 2ft- 600mm 1050 10 105
LED18WC840 4ft- 1200mm 2000 18 111
LED22WC840 5ft- 1500mm 2350 22 107
LED32WC840 6ft- 1800mm 3350 32 105
LED10WO840 2ft- 600mm 950 10 95
LED18WO840 4ft- 1200mm 1800 18 100
LED22WO0840 5ft- 1500mm 2200 22 100
LED32WO0840 6ft- 1800mm 3200 32 100
LED12WC840 3ft- 900mm 1100 12 92
LED12WO840 3ft- 900mm 1000 12 83
LED35W0840 8ft- 2400mm 3800 35 109
LED35WC840 8ft- 2400mm 4000 35 114
Dimensions All dimensions are in millimetres

Order Code A

LED10WC840 600
LED18WC840 1200
LED22WC840 1500
LED32WC840 1800
LED10WO840 600 NO IMAGE AVAILABLE
LED18WO840 1200
LED22W0840 1500
LED32WO0840 1800
LED12WC840 900
LED12WO840 900
LED35W0840 2400
LED35WC840 2400
Installation Instructions: Notes:

Please Note: Order codes listed are for standard (non-emergency) versions only. For all other gear options, please contact Tamlite Lighting.
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