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LED / Lamp Types
• 16W 2D 4-Pin. 3500K. 
   GR8 Cap.
• 28W / 38W 2D 4-Pin. 
   3500K. 
   GR10 Cap.
• 2 x 9W 4-Pin G11 Cap
• LED versions.

Material 1 Polycarbonate
• Body: Vandal resistant polycarbonate 
   self-extinguishing fire properties in black / 
   white / Titanium.
• Diffuser: Vandal resistant polycarbonate in opal 
   or prismatic, with self-extinguishing fire properties.
Material 2 Die Cast Aluminium
• Body: Die cast aluminium.
• Diffuser: Vandal resistant polycarbonate in 
   opal or prismatic, with self-extinguishing fire
   properties.

Installation
• Wall or ceiling mount.
• BESA fixing and rear cable entry.
• 3 way mains terminal block. 4 way terminal 
   block for emergency & photocell versions.
• Screw down diffuser (with Anti Tamperscrews 
   on request).
• Photocell version - external use only.
• Microwave sensor option (internal use only).
• eMotion™ Master (internal only) and Slave 
   options available.

Standards
• IP65.
• ‘F’ Mark.
• CE.
• BS EN 60598.
• Class I.

A robust utility luminaire.

A range of slimline anti vandal circular fittings rated at IP65, 

provided in shatterproof, weather resistant and UV stabilised 

polycarbonate.

Provided with screw down polycarbonate diffuser in prismatic 

or opal, the units are also available with anti tamper screws for 

additional security.

Multitudes of operating options are available including: Photo-

cell, High Frequency, Non Maintained and High Frequency 3hr 

Maintained Emergency versions. LED options are available to 

further reduce running and maintenance costs.

• Suitable for internal or external use.

• IP65 Rating.

• Photocell options (external use only).

• Rated for continuous use. 

• Conduit entry capability.

• Anti-tamper screws available on request.

• Fused connector block available on request.

• Self test emergency version available.

• Integral microwave sensor option (internal use only).

• eMotion™ Corridor Function dimming versions available.

• LED versions available.

Colour finish options

Black
White

Titanium

PIZZA RANGE
Available in

LED 
Available in

CFL 

170



U
TILITY

 &
 EM

ERG
EN

C
Y

 LIG
H

TIN
G

171



Lamp Types
• 16W 2D 4-Pin. 3500K. GR8 Cap.
• 2 x 9W 4-Pin G11 Cap.
• 2 x 9W.
   PLEASE NOTE – 2700K lamps 
   available on request.
   PLEASE NOTE – High Frequency 
   versions are all 4-Pin.

Material 1 Polycarbonate
• Body: Vandal resistant polycarbonate 
   self-extinguishing fire properties in black / 
   white / Titanium.
• Diffuser: Vandal resistant polycarbonate 
   in opal or prismatic, with self-extinguishing 
   fire properties.

Installation
• Wall or ceiling mount.
• BESA fixing and rear cable entry.
• 3 way mains terminal block. 
• Screw down diffuser (with Anti Tamper
   screws on request).
• Photocell version - external use only.

Standards
• IP65.
• ‘F’ Mark.
• CE.
• BS EN 60598.
• Class I.

A

B

C D

U
TI

LI
TY

 &
 E

M
ER

G
EN

C
Y

 L
IG

H
TI

N
G

MINI PIZZA

Mini Pizza Code Colour Finish Diffuser IP Rating Photocell

16W HF AM/BL316U6 Black Premium Opal IP65 

2 X 9W HF AM/BL2X9U6 Black Premium Opal IP65 

Options Add suffix to code

Photocell C

Anti Tamper Screws T

Fused Con Block J

Diffuser Option Change code

Prismatic AM/_P

Colour Finish Options Change code

White AM/W

Titanium AM/X

Size AM

A 205mm

B 205mm

C 38mm

D 43mm

Available in

CFL 

CFL 
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LED / Lamp Types
• 28W / 38W 2D 4-Pin. 3500K. 
   GR10 Cap.
   PLEASE NOTE – 2700K lamps available 
   on request.
   PLEASE NOTE – Emergency and High 
   Frequency versions are all 4-Pin.
   PLEASE NOTE – 38W Midi Pizza versions 
   are High Frequency only.
• LED versions.

Material 1 Polycarbonate
• Body: Vandal resistant polycarbonate 
   self-extinguishing fire properties in black / 
   white / Titanium.
• Diffuser: Vandal resistant polycarbonate in opal 
   or prismatic, with self-extinguishing fire properties.
Material 2 Die Cast Aluminium
• Body: Die cast aluminium.
• Diffuser: Vandal resistant polycarbonate in 
   opal or prismatic, with self-extinguishing fire
   properties.

Installation
• Wall or ceiling mount.
• BESA fixing and rear cable entry.
• 3 way mains terminal block. 4 way terminal 
   block for emergency & photocell versions.
• Screw down diffuser (with Anti Tamperscrews 
   on request).
• Photocell version - external use only.
• Microwave sensor option (internal use only).
• eMotion™ Master (internal only) and Slave 
   options available.

Standards
• IP65.
• ‘F’ Mark.
• CE.
• BS EN 60598.
• Class I.

MIDI PIZZA
Available in

LED 
Available in

CFL 

Options Add suffix to code

3 Hour Maintained Emergency M

Photocell C

Anti Tamper Screws T

Fused Con Block J

Microwave On/Off -9

DAYLIGHT Monitoring -CFDP

Analogue Dim -DA

Switch Dim -DD

DALI / DSI Dim -DDD

Self Test Emergency

Prefix APST/ Suffix M

Diffuser Option Change code

Prismatic (Non LED Only) AP/_P

Midi Pizza Code Colour Finish Diffuser IP Rating Emergency e-Motion 
Corridor Photocell Microwave Dimmable Self 

Test
Daylight 

Monitoring

28W HF AP/BL328U6 Black Premium Opal IP65      

38W HF AP/BL338U6 Black Premium Opal IP65   

Colour Finish Options Change code

White AP/W

Titanium AP/X

Base Option Add to code

Metal Base APM/

Size AP

A 286mm

B 286mm

C 38mm

D 43mm

Midi Pizza Code Colour 
Finish Diffuser IP 

Rating CRI CCT System 
Power

Delivered 
Lumens Efficacy Emergency e-Motion 

Corridor Photocell Microwave Dimmable Self 
Test

Daylight 
Monitoring

LED 1800 AP/BL4LED1800 Black
Premium 
Opal

IP65 80 4000K 17.3W 1387lm 80lm/W       

LED 1800 250mA AP/BL4LED1800-250 Black
Premium 
Opal

IP65 80 4000K 8.4W 826lm 98lm/W       

LED 

CFL 

Tel: +44 (0) 1709 374898
Fax: +44 (0) 1709 830533 sales@asdlighting.com Mangham Road, Barbot Hall Ind. Estate

Rotherham S61 4RJ

www.asdlighting.com ASD Lighting plc

AP-BL4LED1800

MIDI PIZZA OPAL 4000k LED 1800

IP 65 protection class

LED Light Source

Class 1 Luminaire

F Mark Luminaire

0

50

100

150

200

250

300

350

180°

150 °

120 °

90 °

60 °

30°

0 °

30 °

60 °

90 °

120°

150 °

Trans Axial

Cd/1000 lm

LORL%  - 100

DFF%   - 94.19

UFF%   - 5.81

Total Lumen Output - 1424 lm

Utilization Factors UF( ) Standard Presentation SHR NOM = 1.5

Room Reflectance Room Index

C W F 0.75 1.00 1.25 1.5 2.0 2.5 3.0 4.00 5.00

0.70 0.50 0.20

0.30

0.10

0.50 0.50 0.20

0.30

0.10

0.30 0.50 0.20

0.30

0.10

0.00 0.00 0.00

0.47 0.54 0.60 0.65 0.71 0.75 0.78 0.81 0.84

0.38 0.45 0.51 0.55 0.62 0.66 0.69 0.73 0.76

0.32 0.38 0.44 0.48 0.54 0.58 0.62 0.66 0.69

0.45 0.51 0.57 0.61 0.66 0.70 0.72 0.76 0.78

0.37 0.43 0.49 0.53 0.58 0.62 0.65 0.69 0.72

0.31 0.37 0.42 0.46 0.52 0.56 0.59 0.63 0.66

0.43 0.49 0.54 0.57 0.62 0.65 0.68 0.71 0.73

0.36 0.42 0.47 0.50 0.56 0.59 0.62 0.65 0.67

0.31 0.36 0.41 0.45 0.50 0.54 0.56 0.60 0.62

0.28 0.33 0.37 0.41 0.45 0.49 0.51 0.54 0.56

Rating: Photometrically tested without ceiling board.

Multiply UF values by service correction factors.

Calculated in accordance with CIBS Technical Memorandun No. 5

Cd/1000 lm
Axial Trans.

0° 309.64309.64
5° 308.04309.04
10° 303.54305.34
15° 297.44298.74
20° 288.54290.44
25° 276.73279.93
30° 263.73266.03
35° 248.13250.73
40° 231.43234.53
45° 212.13215.63
50° 190.32194.92
55° 169.02172.62
60° 145.62148.72
65° 120.62124.42
70° 94.7198.61
75° 69.2172.71
80° 43.8147.31
85° 23.6027.10
90° 14.9017.50
95° 14.0015.80
100° 13.1014.90
105° 12.3014.00
110° 11.4013.10
115° 10.5011.40
120° 9.6010.50
125° 8.809.60
130° 7.457.90
135° 6.557.00
140° 5.306.10
145° 4.404.40
150° 3.503.50
155° 2.602.60
160° 0.000.00
165° 0.000.00
170° 0.000.00
175° 0.000.00
180° 0.000.00

Luminaire Efficiency ( LOR): 100

Luminaire Efficacy lm/W : 88.4

CIE Flux Codes : 45  76  93  94  100

System Power  W : 16.1

Diameter mm : 286

Height  mm : 81

CRI / Colour Rendering Group : 82

Photometric Test Reference : #1155 
Eulumdat Photometric File : AP-BL4LED1800

CCT  : 4000K

AP/BL4LED1800
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LED / Lamp Types
• 28W / 38W 2D 4-Pin. 3500K. 
   GR10 Cap.
   PLEASE NOTE – 2700K lamps available 
   on request.
   PLEASE NOTE – Emergency and High 
   Frequency versions are all 4-Pin.
   PLEASE NOTE – 38W Midi Pizza versions 
   are High Frequency only.
• LED versions.

Material 1 Polycarbonate
• Body: Vandal resistant polycarbonate 
   self-extinguishing fire properties in black / 
   white / Titanium.
• Diffuser: Vandal resistant polycarbonate in opal 
   or prismatic, with self-extinguishing fire properties.
Material 2 Die Cast Aluminium
• Body: Die cast aluminium.
• Diffuser: Vandal resistant polycarbonate in 
   opal or prismatic, with self-extinguishing fire
   properties.

Installation
• Wall or ceiling mount.
• BESA fixing and rear cable entry.
• 3 way mains terminal block. 4 way terminal 
   block for emergency & photocell versions.
• Screw down diffuser (with Anti Tamperscrews 
   on request).
• Photocell version - external use only.
• Microwave sensor option (internal use only).
• eMotion™ Master (internal only) and Slave 
   options available.

Standards
• IP65.
• ‘F’ Mark.
• CE.
• BS EN 60598.
• Class I.

MAXI PIZZA
Available in

LED 
Available in

CFL 

Maxi Pizza Code Colour Finish Diffuser IP Rating Emergency e-Motion 
Corridor Photocell Microwave Dimmable Self Test

38W HF MP/BL338U6 Black Premium Opal IP65      

Size MP

A 360mm

B 360mm

C 50mm

D 54mm

Options Add suffix to code

3 Hour Maintained Emergency M

Photocell C

Anti Tamper Screws T

Fused Con Block J

Microwave On/Off -9

Analogue Dim -DA

Switch Dim -DD

DALI / DSI Dim -DDD

Self Test Emergency

Prefix MPST/ Suffix M

Diffuser Option Change code

Prismatic (Non LED Only) MP/_P

Colour Finish Options Change code

White MP/W

Titanium MP/X

Base Option Add to code

Metal Base MPM/

Maxi Pizza Code Colour 
Finish Diffuser IP 

Rating CRI CCT System 
Power

Delivered 
Lumens Efficacy Emergency e-Motion 

Corridor Photocell Microwave Dimmable Self Test

LED 1800 MP/BL4LED1800 Black Premium Opal IP65 75 4000K 16.1W 1320lm 82lm/W      

LED 16 MP/BLLED16 Black Premium Opal IP65 75 4000K 24.4W 1130lm 46lm/W      

LED 22 MP/BLLED22 Black Premium Opal IP65 75 4000K 36W 1716lm 47lm/W      

LED 3000 MP/BL4LED3000 Black Premium Opal IP65 80 4000K 24W 2370lm 99lm/W      

LED 

CFL 

Tel: +44 (0) 1709 374898
Fax: +44 (0) 1709 830533 sales@asdlighting.com Mangham Road, Barbot Hall Ind. Estate

Rotherham S61 4RJ

www.asdlighting.com ASD Lighting plc

MPM-BLLED22

ASD MAXI PIZZA OPAL LED 22

IP 65 protection class

LED Light Source

Class 1 Luminaire

F Mark Luminaire

850°C Diffuser Glow Wire Test to IEC 598-1

0

50

100

150

200

250

300

350

180°

150 °

120 °

90 °

60 °

30°

0 °

30 °

60 °

90 °

120°

150 °

Trans Axial

Cd/1000 lm

LORL%  - 100

DFF%   - 100.00

UFF%   - 0

Total Lumen Output - 1716 lm

Utilization Factors UF( ) Standard Presentation SHR NOM = 1.5

Room Reflectance Room Index

C W F 0.75 1.00 1.25 1.5 2.0 2.5 3.0 4.00 5.00

0.70 0.50 0.20

0.30

0.10

0.70 0.50 0.20

0.30

0.10

0.70 0.50 0.20

0.30

0.10

0.00 0.00 0.00

0.57 0.65 0.73 0.78 0.85 0.90 0.94 0.99 1.02

0.49 0.57 0.65 0.71 0.79 0.84 0.88 0.94 0.98

0.43 0.51 0.59 0.65 0.73 0.79 0.84 0.90 0.94

0.55 0.63 0.70 0.75 0.82 0.87 0.90 0.94 0.97

0.48 0.56 0.64 0.69 0.76 0.82 0.85 0.91 0.94

0.43 0.51 0.58 0.64 0.72 0.77 0.82 0.87 0.91

0.54 0.61 0.68 0.73 0.79 0.83 0.87 0.91 0.93

0.48 0.55 0.62 0.67 0.74 0.79 0.83 0.88 0.91

0.43 0.50 0.58 0.63 0.70 0.76 0.80 0.85 0.88

0.41 0.48 0.55 0.60 0.67 0.72 0.75 0.80 0.84

Rating: Photometrically tested without ceiling board.

Multiply UF values by service correction factors.

Calculated in accordance with CIBS Technical Memorandun No. 5

Cd/1000 lm

Axial Trans.

0° 309.74309.74

5° 310.72310.95

10° 308.24308.36
15° 304.47306.20

20° 291.69293.33

25° 287.38282.01

30° 270.85271.95
35° 254.83255.70

40° 239.83241.45

45° 222.60218.07

50° 203.08200.46
55° 179.45180.98

60° 158.22160.29

65° 136.06131.50

70° 108.82106.83

75° 83.4879.63
80° 58.9756.02

85° 39.2534.76

90° 26.2824.11

Luminaire Efficiency ( LOR): 100

Luminaire Efficacy lm/W : 47.4

CIE Flux Codes : 43  74  92  100  100

System Power  W : 36.2

Diameter mm : 360

Height  mm : 104

CRI / Colour Rendering Group : 75

Photometric Test Reference : 9911076/#440/A

Eulumdat Photometric File : MPM-BLLED22

MP/BLLED22
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