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Input Voltage

100 - 240VAC

Product specifications

Weight

0.5kg

Lamp IP Rating

IP30

LPSX

Product codes – please choose your specifications

INDO code explained

LPSX 0017
 
4

 
B22

 
M

 
F

 
9016

 Model Lamp/ Colour Length Control Dimming Luminaire
  Power (W) temperature    colour

 Features

    Advanced thermal PCB design
  Huge energy and maintenance 
savings

 CRI > 70
	 	Retrofit	for	existing	SOX	
installations
	 Extremely	short	payback
 Easy installation
 Aluminium heatsink
	 Polycarbonate	cover

 Applications

   Residential
  Footpath
  Town centres

Stocked product code
LPSX • 0017 • 4 • B22 • M • F • 9016

This product code is held in stock and has, 
on average, a shorter lead time.

Power Fctor

> 0.9

Lamp / Power (W) Product 
code

17W 0017

Colour  
temperature

Product 
code

4000K 4

Model Product 
code

SOX	Retrofit LPSX

Mounting Product 
code

B22 End Cap B22

E27 End Cap E27

Dimming Product 
code

Fixed F

Luminaire 
colour (RAL)

Product 
code

RAL	9016	Traffic	
White 9016

Control Product 
code

Mains M
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LPSX Product Overview
Designed	as	a	direct	 lamp	 retrofit	 for	 low	pressure	 sodium	 lamps.	For	 customers	who	want	 a	 low	cost	 upgrade	 solution	 to	 take	
advantage	of	LED	technology,	without	the	need	for	full	asset	replacement.
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